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FCC Statement 


Radio Interference Statement: 


The WinTV boards have been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a residen- 
tial installation. This equipment generates, uses, and can radiate radio frequency 
energy and, cause harmful interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to 
try to correct the interference by one or more of the following measures: 


* reorient or relocate the receiving antenna. 
* increase the separation between the equipment and receiver. 


* connect the equipment into an outlet on a circuit different from that to which 
the receiver is connected. 


* consult the dealer or an experienced radio/T V technician for help. 
FCC ID: H9SOWINCAST MADEIN USA 


CAUTION: Changes or modifications not expressly approved by the party 
responsible for compliance to the FCC Rules could void the user’s authority to 
operate the equipment. 


CE Statement: 
This equipment has been tested and complies with EN 55013, EN 55020 and 
IEC 801-3 part 3 standards. 
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Introduction 


This manual is covers all of the WiaTV models based on the “PCI Push” technol- 
ogy for displaying TV on your PC’s VGA screen. It covers, but is not limited to, 
the following models: 


WinTV-radio 


References to the WiaTV apply to all models. The Windows95 driver for all of 
the WinTV boards will be referred to as the WinCast/TV driver, and the instal- 
lation CD-ROM will be referred to as the WinTV Installation CD-ROM. 


For models which have particular features (such as the chapter on the Radio appli- 
cation), we will note which models these features are available on. 


For a description of how the WinTV boards display video on your VGA screen, 
see the chapter entitled How WinTV Works. 


Installing the WiaTV boards 


The WiaTV boards are Plug-and-Play devices designed for Windows95. Plug- 
and-Play simplifies the installation and hardware setup of WinTV by having hard- 
ware settings assigned by Windows 95, intead of needing to set jumpers. This 
chapter describes how to install these boards and how the automated Plug-and- 
Play installation proceedure works . 


Installation overview 


To install WinTV, you will follow these steps: 

/ Install the WiaTV board in your PC 

/ After booting Windows 95, you will install WinTV’s Windows 95 device dri- 
ver from the WinTV Installation CD-ROM 


Y After the Windows 95 driver is installed, you will then install the WinTV 
application software from the WinTV Installation CD-ROM 


Y Finally, if necessary, an updated Windows 95 Direct Draw Driver for your 
VGA card can be installed from the WinTV Installation CD-ROM 


WiaTV board diagram 


The following diagram shows the main functions and connectors of the WinTV 
board. Since there are several different models with different features and func- 
tions, your board may not have all of the components installed. 


Board connections 
FM: FM radio antenna connection (optional) 


TV: TV antenna connection 


LineOut: Audio output (connects to Lineln on your PC’s sound card) 
Vid: Video input jack J3 (from VCR or camcorder) 
Left: Audio input jack J2, left channel 
Right: Audio input jack J1, right channel 
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CD audio passthrough 
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Installing the WinTV board in your PC 


Before installing the WinTV board, turn off the power to your PC and remove the 
cover. Since the WinTV board is sensitive to static electricity, we recommend that 
before you remove it from its protective anti-static bag, you touch the chassis with 
your hand to discharge any static electricity. 


Once the cover is removed, plug the WinTV board into any free PCI slot. This slot 
needs to support PC] bus-mastering. 


The WinTV board cannot be plugged into a 16-bit slot! 
nite: 
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ter slot. Most PC’s allow any PCI slot to be a bus mas- 

ter. Sometimes we find that a PCI slot is not a bus mas- 
ter slot. If so, you can either move the WiaTV to another PCI slot, or 
from the system BIOS you might be able to enable a PCI slot to be a 
bus-mastering slot. 


i, The WiaTV board must be plugged into a PCI bus mas- 
Nd@te: 
= 


Now connect the Audio Cable between the WinTV board and your PC’s sound 
card. Plug one end of the audio cable into the LineOut jack (J4) of the WinTV . 
The other end (a 1/8” audio jack) then plugs into the LineIn jack of your sound 
card. 


side of the PC. They are: Microphone Input, Audio 

Output and Line Input. The Audio Output would go to 

your speakers, while the Microphone input might go to 
a microphone (if you are using one). The Lineln jack is normally 
indicated on the sound card by the words IN or Lineln stamped into 
the metal bracket on the outside of your PC. This is where you 
would plug your WiaTV Audio cable. 


} Most sound cards have three round jacks on the out- 
Ndte: 
= 


Installing the WiaTV software drivers 


Turn on your PC. After Windows95 has booted, WinTV’s Windows 95 driver will 
be installed from the WinTV Installation CD-ROM. This driver is called the 
WinCast/TV driver. 


There are two versions of Windows95 which have different menus during the 


installation of the WinCast/TV driver. 


If you see the following message, your PC has the upgrade version of Windows95. 
Otherwise, see the next section (Installing the WinCast/TV driver under 
Windows95 OSR2) which describes the WinCast/TV driver installation 


under the version of Windows 95 which is found on new PC’s. 
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[New Hardware Found 21x 


Click OK. You will then be asked to Install from Disk. Put the WinTV 
Installation CD-ROM in your CD-ROM drive, type the drive letter of your 
CD-ROM and click OK. Note: It can take as long as a minute for the WinTV 
Installation CD-ROM to be recognized by Windows. 


If you do not know what drive letter your CD-ROM is, click on Browse and look 
for the CD-ROM icon. 
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You will then be asked to select device. Select Hauppauge WinCast/TV. 


EF Hauppauge WinCast/T\ 


i System Settings Change 


Then Reboot when asked to do so. 


After your PC has restarted, a System Inspection program is automatically run 
which will check your hardware configuration, alerting you to possible hardware 
conflicts: 
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Hauppauge WinCast/T¥ System Inspection 
WELCOME to the exciting world of Hauppauge WinCast/TV... 


IMPORTANT INFORMATION 


RESOURCE ASSIGNMENTS 
Windows has assigned Hauppauge WinCast/TV the following resources... 


IRQ:: 11 
Memory:: 0x000c8000 - O0x000c8fft 


MV Save Details To C:\inspect.txt 


fee EEE, 


After checking for hardware conflicts, a Direct Draw Inspection program is 


automatically run which will check to make sure your VGA card has a Direct 
Draw driver which is compatible with WiaTV : 


Hauppauge WinCast/TY DirectDraw Inspection 


If you get an error message refer to Chapter 2: Installing an updated 
Direct Draw VGA driver for information on updating the Direct Draw dri- 
ver for your VGA card. 


Now you can install the application software from the WinTV Installation CD- 
ROM. Click the Start button, then Run. Type your CD-ROM driver letter, then 
SETUP to install the TV and Image Capture application, the WinTV- 
Capture application, the Asymterix Digital Video Producer video editor and 
the Intel Intercast Viewer. 
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Installing the WinCast/TV driver under 
Windows95 OSR2 


Windows 95 OSR2 is a version of Windows95 which is found on many new 
PC’s. OSR2 looks different during the installation of the WinCast/TV driver 
then the upgrade version of Windows 95. 


After installing the WiaTV board in your PC, and turning on the power, 
Windows 95 Plug-and-Play will recognize that a new PCI Multimedia Video 
Device has been seen: 


| 


j 
| 


Now, insert the WinTV Installation CD-ROM. Wait a few seconds for the 
CD-ROM to be read, then click Next. 


The next window will appear automatically after Windows 95 has determined that 
this device is the Hauppauge WinCast/TV. 


locate a driver for this device”, you did not wait long 
enough for theWinTV Installation CD-ROM fo be read. 
Click Back and then click Next again for the CD to be recognized. 


Note: If a message stating “Windows was unable to 
ndte: 
e 


Click on Finish. 
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The driver starts to install. 


After a few seconds you will be asked to “Please insert the disk labeled 
WinCast/TV driver Disk”. 


Click OK. 


Then type in the drive letter of CD-ROM drive. For example, if your CD-ROM 
is Ds\, type: 


| Copying File 
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You will now see the progress as Windows 95 installs the rest of the WinCast/TV 
driver. 


After the WinCast/TV driver has been completely installed, you will be asked to 
reboot your PC. 


After rebooting, you can install the application software from the WinTV 
Installation CD-ROM. Click the Start button, then Run. Type your CD-ROM 
driver letter, then SETUP to install the TV and Image Capture application, the 
WinTV-Capture application, the Asymterix Digital Video Producer video 
editor and the Intel Intercast Viewer. 


Primary Surface mode 


It is sometimes useful to force WinTV to use a mode of operation of your VGA 
card known as Primary Surface mode. This can be helpful in eliminating 
VGA compatibility problems, or improving picture quality on some VGA boards 
when used in some resolutions. 


To force WinTV to use Primary Surface mode, run the program "PRIMARY", 


which is installed with the WinTV application. Click the Start button, then 
Programs and then WinCastTV. Click on Primary. Click on Force Primary 


then close the program by clicking on the X. The Primary program simply makes a 
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setting in the Windows95 Registry that tells the WinTV application to use the 
Primary mode of operation. 


This can be changed at any time to "Allow Overlay" by re-running Primary. 


to view live Closed Caption data overlaid on your TV 

Window when using the Intel Intercast Viewer. 
However, you will still be able to save the Closed Caption data to a 
file for later reading. 


When using Primay Surface mode, you will not be able 
Nate: 
| 


Connecting the WiaTV board to a VCR, Video 
Camera or Camcorder 


Most VCR’s or camcorders have female RCA jacks labeled “Video Out” and 


“Audio Out”. Most video cameras simply have one output connection labeled 
"Video Out". To connect these audio/video devices to the WinTV board, use 
shielded video cak":'(not supplied) with male RCA connectors on both ends: 


- connect from the “Video Out” jack on your video camera, VCR or camcorder 
to the Vid jack (VideoInput jack J3) on the WinTV board (yellow RCA 
jack on the back panel bracket) 


- and from the “Audio Output” jack on the VCR or camcorder to the Left and 
Right (Audio Input jacks J2 and J1) on the WinTV board (white RCA 


jack on the back panel bracket, or white and red for a stereo connection). 


Connecting the WinTV board to a Sound Card 


The WinTV board's audio output should be connected to a sound card using the 
supplied Audio Cable: 


- plug one end of the Audio Cable into the jack marked LineOut (Audio 
Output jack J4) on the back panel bracket of the WinTV board 


- _ plug the other end of the Audio Cable into your soundcard’s LineIn jack. 
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side of the PC. They are: Microphone Input, Audio 

Output and Line Input. The Audio Output would go to 
your speakers, while the Microphone input might go to a micro- 
phone (if you are using one). The Lineln jack is normally indicated 
on the sound card by the words IN or Lineln stamped into the metal 
bracket on the outside of your PC. This is where you would plug 
your WinTV Audio Cable. 


je Most sound cards have three round jacks on the out- 
Ndte: 
a 


Adjusting the Audio Volume 


Once the audio cable is connected to your Sound Card, the Intel Intercast Viewer 
and the WinTV application can change the audio volume coming from the WinTV 
board. These programs change the audio volume by adjusting the LineInput sound 
volume of the VolumeControl program in Windows 95. 


The VolumeControl program is normally installed with Windows 95 or by the 
sound card installation program, and allows the control of volume from the various 
sound sources. If you cannot hear sound when running the WinTV application, 
you might need to check the volume level of LineInput in the VolumeControl 
program. 


To do this: 


Start the VolumeControl window by clicking on the Start button, then: 
Programs/Accessories/Multimedia/VolumeControl 


5 
fk: Yolume Control 


Wia¥TV Installation and Reference Manual 


You should see Line-In balance as one of the selections. If not, then click on 
Options/Properties and under Show the following volume controls 


check Line-In. Then click OK. 


You should now see a selection for Line-In. Make sure the Select box is 
checked, then raise the volume to about 1/2 of the way to the top. This 
should be a good starting point for the volume control. 


As you adjust the audio volume in the Intel Intercast Viewer or the WinTV 
application, you should see the slide bar in the VolumeControl window rise 


and fall. 


Checking the WinTV Plug-and-Play Setup 


After the WinTV board has been installed, you can find out what I/O port and 
interrupt have been assigned by Windows95 Plug-and-Play by looking at the con- 
figuration in the Control Panel. Windows 95 Plug-and-Play will not let you 
change the Interrupt it has assigned, but you can, if necessary, change the Memory 


Address selected. 


Open up Control Panel by clicking on Start/Settings/ControlPanel. Now 
open up the System properties setup by double clicking on its icon, then click on 
the Device Manager folder: 
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Then select Sound, video and game controllers, then click on Hauppauge 
WinCast/TV and then Properties: 


Click on Resources to see which resources Windows95 has assigned to the 
WinTV. Remember: the Interrupt setting cannot be changed (since it is assigned 
by Windows 95 Plug-and-Play) but the Memory Address can. 
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To see which versions of drivers are being used, click on Drivers: 


Click the Details tab to see the configuration of the WinCast/TV driver 


i Hauppauge WinCast/TY Propertic 


This window will show the type of TV tuner, the serial number and revision of 
your WinTV board. 


Installing an Updated Direct Draw 
VGA Driver 


To install an updated VGA driver 
Click on the Start button, then Settings/ControlPanel 


Double click on Display, then click on the Settings tab. 


Click on ChangeDisplayType. 
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Where it says AdapterType, click on Change. In SelectDevice click on 
HaveDisk. 


Put yourWinTV Installation CD-ROM in your CD-ROM drive. In the box 
whixh says “Copy manufacturer’s files from”, type the drive letter of your CD- 
ROM drive. 
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Install From Disk 
i 


Click on OK. 


You will now see a list of the updated drivers which are compatible with your 
VGA card. For example, if you have an S3 Trio64V + card, click on the name to 
select this device then click on OK. 


After the new VGA driver files are copied to your hard disk, you should click on 
Close, and then Apply. At this point you will be asked if you want to reboot your 
computer. Click on Yes to reboot and have the new drivers take effect. 
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The WinTV Application 


The WinTV window 


Volume up/down Freeze frame 
Mute 
Full screen TV mode 


Video source selector 


Channel selector 


Channel surf 


Heuppauge Win/TV 


Status bar 


Channel 
Mono / Stereo Current TV image size 


indicator Volume 
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Running the WinTV application 


Click on Start/Programs/WinTV and then the WinTV icon. 


Keyboard control of the WinTV application 


Hauppauge Win/TV 


Convenient keyboard controls duplicate the functions of the WinTV toolbar. 


Volume Up = 
Volume Down = 
Mute = 
Channel Up = 
Channel Down = 
Print a Frame = 
Copy to Clipboard 

Copy from Clipboard 


Freeze Frame 


Cursor to Menu bar 
Full screen TV mode 
Right mouse button 


Page Up 
Page Down 
Ctrl+M 
Plus (+) 
Minus (-) 
Ctrl+P 
Ctrl+C 
Ctrl+V 
Cul+F 
F10 
Ctrl+T 
Title mode/No title mode/Turns off TV mode 
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Using the mouse in WinTV 


The Windows mouse is used to move the TV window, resize the WinTV window, 
select menu options and make the WinTV window appear in full screen or 
adjustable screen size. WinTV uses the left and nght buttons. The middle mouse 
button (if your mouse has one!) is not used. 


Single click TitleMode/NoTitleMode makes WinTV easy to 
use! 


The left button is used for all control and select functions. The right mouse but- 
ton is clicked inside the WinTV video window to hide or display the 
tool and menu bars and to turn off the full screen TV mode. 


These modes are called TitleMode and NoTitleMode. You can toggle back and 
forth between TitleMode and NoTitleMode by simply clicking your right mouse 
button when your mouse is inside the video window. 


The WinTV window is moved in NoTitleMode by clicking and holding your left 
mouse button in the middle of the TV window and moving it to the new position. 
Then let it go! Move the TV window in TitleMode by clicking and holding your 
mouse button on the Title Bar (where it says Hauppauge WinTV), holding it 
down and dragging it to the new position. 


You can set a different size and a different place on your VGA screen for the 
WinTV window in TitleMode and NoTitleMode. Then by simply clicking 
with the right mouse button, the WinTV window will switch from one saved size 
and place on the screen to the other! Try clicking your right mouse button several 
times in the middle of the TV window and see what happens. 


To set the window size, “grab” a corner of the video window with your mouse 
(hold down the left mouse button when it is on one of the corners of the WinTV 
window) and then drag it to the preferred size, then release the mouse button. You 


can set different sizes for TitleMode and the NoTitleMode. 


For example, if you would like to watch WinTV without the tool/menu bars in a 
small corner of the Windows screen, click the right mouse button inside the 
WinTV video window and the tool/menu bars will disappear. Then drag the 
WinTV window to its preferred size and location on the Windows screen. Now 
click the right mouse button inside the WinTV window and the WinTV applica- 
tion will now save the correct size and location on screen for NoTitleMode. 


Every time you select the NoTitleMode by right clicking in the WinTV window, 
Dl 
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the window will resize and move to the saved position. 


To select which bars and indicators are shown when in the TitleBar and 
NoTitleBar modes, click on Display/Preferences. You can eliminate the status 
bar and the toolbar in the TitleMode or add the status bar in the 
NoTitleMode. 


Setting up your TV channels 


To set up the TV channels in the WinTV application, click on 
Configure/Channels: 


Hauppauge Win/TY 


Then click on Scan. Then choose the correct video format. In North America 


choose NTSC(M). In Europe choose PAL(BGHIDK): 


met tt id 


Full 
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Then select your region. For example, in the U.S. if you are using cable TV select 
US CATV. If you are using a TV antenna, click USA. In Europe, if you are 
using cable TV select W Europe CATV. 


After the scan is complete, you will have a list of TV channels which are active in 
your area. You can also set the TV channel number (for example: 5) to a name. 
Simply select the channel number and then move your mouse to Name and type 


in the name. Then click on OK: 


Setup Channels 


Setting full screen TV mode 


Click Display / Preferences and then set the TV mode resolution. If you then 
click on the TV icon on the Toolbar, the WinTV application will switch the VGA 
mode to the chosen size (using the Windows 95 Quick Res feature), allowing the 
WinTV image to be viewed full screen. 


Image Save, Print and Copy to Clipboard 


The process to save, print or copy an image starts with the digitizing of a single 
video frame. When one of these functions are clicked on, the WinTV moves the 
next video frame into your PC’s main system memory instead of the VGA display. 
Your PC’s processor then converts the digitized video image into a 24-bit DIB 
image (a format which is used internally in Windows 95), and then copied back 
into the VGA memory so that you can see the image which will be printed or 
saved. This becomes a “frozen” image in the WinTV window. 


The video images which are digitized can be saved to disk, printed to a color or 
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black/white printer or copied to the clipboard. These functions can be viewed from 
the File menu: 


& i Hauppauge Win/T¥ 
mem Displa 


There are a few things which need to be noted. First, because a video frame is 
composed of two “fields”, an odd field with the odd lines in the image and an even 
field composed of the even lines, there might be a distortion in the frozen image if 
there was rapid motion while the image was being moved into main system memo- 
ry. This distortion is called “interlaced artifact”. 


Another item to note is that the video image, when converted into a 24-bit DIB 
image, will look lighter then it did when it was in motion. You can adjust the 
images briteness, contrast and color saturation and hue by clicking on 
Configure/Color. These adjustments are made during the digitizing process on 
the WinTV board and will affect both the “live” image and the frozen image. 


Adjusting the video image’s color 


You can adjust the briteness, contrast saturation and hue of the live TV image 
(and the captured video image) by using the color adjustment menu. Click on 
Configure/Color to get the adjustment menu: 


an eet ore ew Vere ie 
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Adjust Color 


Options Menu 


The Options Menu has settings for Always-on-Iop mode and Aspect ratio mode 
plus duplicates buttons found on the toolbar for operation without a mouse. 


Hauppauge Win/TY 


Uption 


Siai y Ps) 


Always-on-Top mode 


The Always-on-Top mode conveniently puts the TV window “on top of” other 
Windows windows. In this mode, you can easily move the TV window to the No- 


Title mode by clicking the right mouse button in the middle of the TV screen. 


Aspect ratio 


The natural TV window size has a 4:3 aspect ratio. By unclicking the Aspect 
Ratio setting in the Options menu, you can change the TV window to any size 
you want! Make it tall, short or any size. With Aspect Ratio turned on, the win- 
dow size will always be forced to a 4:3 ratio. 


Setting up a shortcut 


You can set up a shortcut to the WinTV application at any time. To do this, click 


your right mouse button on your Windows 95 background. Then click on New. 
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You should see the following dialog box: 


Then click on Shortcut. 
Click on Browse, the look in the Program Files / WinTV3 directory. Select 


wintv.exe. 


Then click on Finish to set up the shortcut. 


i 


Intel Intercast™ Viewer Quick Start 
Guide 


Where to get more help on the Intercast Viewer 


This chapter includes information to set up your system to use the Intel Intercast 
Viewer software and a quick reference for using the Intel Intercast Viewer com- 
mands. 


For more detailed information: Access Help by pressing F1 or clicking the Help 
button when you run the software. See the README.TXT file on the Intel 
Intercast Viewer CD-ROM for additional last minute information. 


What is Intel Intercast Technology? 


Intel Intercast technology is a dynamic digital medium that merges television broad- 
casts with the Internet's World Wide Web. With the Intel Intercast technology, 
broadcasters can combine the television signal with web data that includes informa- 
tion such as details about the current broadcast, links to other web pages, or adver- 
tising. 


With a PC that has the WinTV board, a Pentium® processor and the Intel 


Intercast Viewer, you can: 
Watch television 
View web pages received over the airwaves 
Connect to the Internet 
Capture video images 
Track mutual funds or stocks 


With the Viewer, you can get more information on programs as you're watching 
them. 


How does Intel Intercast Technology Work? 


Intel Intercast technology begins at the TV broadcast site where several kinds of 
information are packaged together: 
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Regular television programming 


The same cable and broadcast programs you currently watch on your regular 
television is used. Television programs appear in the Viewer window. 


Intercast Web pages 


HTML-formatted pages, the same kind you find on the Internet's World 
Wide Web, accompany the broadcast programs. These pages, filled with text 
and colorful graphics, provide more information about the programs you 
watch. 


Web pages are provided at the discretion of the broad- 
Nate: caster. Not all broadcasters send Intercast Web pages. 
a 


Real-time information 


Continuously running text, such as stock prices or closed captioning, can 
accompany a broadcast. Stock prices display continuously in the top of the 
Intercast viewer when tuned to a channel that currently broadcasts this infor- 
mation. (The broadcaster delays prices fifteen minutes.) 


Real-time information is provided at the discretion of 
Nate: the broadcaster. Not all broadcasters provide real-time 
a information. 
The Television station incorporates all three components of Intercast content (tele- 
vision program, accompanying web page, and real-time information) into a single 
signal. The broadcast site transmits the signal just like your regular television pro- 
gram, via transmission tower, cable, or satellite. Your PC receives the signal 
through a regular antenna, cable TV connection, or C-band satellite dish. 


Viewing Intercast content 


Starting the Intercast Viewer 


To run the Viewer, click the Windows 95 Start button, then select 
Programs/Intel Intercast Viewer/Intercast Viewer. 


If you use the Intercast Viewer often, you can also create a shortcut on your 
Windows 95 background by clicking your right mouse button on the Windows 
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95 background, then New/Shortcut and then in the Command Line type 
"C:\Program Files\Intercast\intrcast.exe" (include the quotes). 


Intercast Viewer window highlights 


[Stock Ticker] 


TV + Web viewing mode 


GQ INTERCAST gs Intercast indicator: shows when an Intercast broad- 

cast is being received. This indicator is on when a sig- 
nal strong enough to decode Intercast data is detected, and might turn off during 
TV commercials 


New Page indicator: Indicates when a new Intercast page has 
been received. Click on this indicator to display the page. 


Video window: Displays the regular television program and contains the video 
controls. Use the right mouse button to access the Viewing Options menu. 


Video Controls Includes controls for the television program, Snapshots, Stock 
Portfolio, Closed Caption and Alerts. 


= Snapshot: captures a video image. The captured image is saved to disk 
and also is viewed in the Web Page window. Files are saved in the 


Snaphots subdirectory in the Intercast directory: 
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C:/Program Files/Intercast/SnapShots/CNN-1965.bmp. The video win- 


dow goes live after the image is captured. 


Stock menu: This button brings up the Stock Portfolio menu. In 


areas where stock market information is broadcast along with Intercast 
Web pages, the Stock Ticker over the TV window will be displayed when tuned to 
a TV channel that broadcasts stock information (currently broadcast by CNN). 


§ Close Caption menu: brings up the close caption menu. Close caption 
“ data is viewable only in certain video modes. 


Media Library window: Lists web pages, Snapshots and Bookmarks. 


Web Browser Controls: Contains the controls to manage web pages. Also 
includes the Intercast Channel Indicator and New web page button. 


Billboard: An image file that displays in the Web Browser controls area. 
Broadcasters send billboards to enhance programming or identify the station. 


Web Page window: Displays web pages, either sent by a broadcaster, or from the 
Internet's World Wide Web. 


Stock Ticker: Securities defined in the Stock Portfolio display at the top of your 
screen when tuned to a channel that currently broadcasts stock information. 


Intercast Viewer modes 


* Channel 08 ~~ [Stock Ticker COMPX 1042 370) 


ess | Technology | Showbiz | Sports 


Top of the news as of 7/25/96 7:14 EDT 


Right click the mouse button to show Viewing Options 
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When you start the Intercast Viewer, the main window displays in TV-+Web 
mode. The viewing mode can be changed by moving your mouse to the Video 
Window, and clicking the right mouse button. 


Click on TV Only if you would like to have the Intercast Viewer show only the 
TV window while still receiving Intercast Web pages in background. By using this 
mode, you can watch TV in a window and receive Intercast Web pages which can 


then be viewed by reverting to the TV+ Web or Web Only mode. 


Setting up the TV source 


You can set up the cable or broadcast TV antenna channels in the TV Viewer 
Properties menu: 


1. Open the Viewing Options menu by positioning the cursor in the Video 
Window, then click the right mouse button. 


2. Select Properties. The Property Sheets dialog box displays. 
3. Click the Video Source & Channels tab. 


4. Scan for TV channels by clicking the Scan Channels button, or select a 
source by clicking the button next to the desired setting in the Video Source 
section. You can choose between Cable, Antenna or from the auxiliary com- 
posite input. 


5. Click OK. 
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Navigating Intercast Web pages 


Broadcasters can transmit a series of Web pages which can be linking together, just 
like Web pages which are found on the Internet. The Intercast Viewer shows these 
pages in the directories which are created and named by the broadcaster: 


File folders 


9 07-22-1996 
=) Stand/721 /swim/200/ftee/women 
Stand/721 /swim/100/free/women 
lam) Stand/721 /swim/400/men 


Web pages 


‘To navigate through these pages, click on a File Folder to open it and to see what 
Web pages are stored there, then double click on the named Web pages to view it. 
If you double click on a page, and it does not appear on in the Web Page window, 
then the page was not completely received. 


Linking to other Web resources 


The Intercast Viewer relies on the autodial feature in Windows 95 to automatically 
dial your Internet provider when you click on a hypertext link that points to an 
Internet location. If you would like to be able to link to other Web resources, your 
PC needs to have Internet networking installed. 


Quick Reference 


TV Controls 
Click the video window before using a TV Control. 
ntr FunctionDescription 


Channel Up Changes the channel upwards 
Channel Down Changes the channel downwards 
Mute Mutes/unmutes the sound 
Volume Up Raises the volume 


Volume Down Lowers the volume 
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Snapshot Captures an image 
Stock Portfolio Tracks mutual funds and stocks 
Closed Caption Sets up closed caption and alerts 


Web Browser Controls 


Click the Web Browser controls area before using one of these controls. 


C I FunctonDesed 

Back Go back one page 

Forward Go forward one page 

Reload Refreshes the Web Page window 

Stop Cancels current web activity 

Find Locates a program, episode, or page title in the Media Library. 

Bookmark Saves a pointer to a web page location for later retrieval 

Print Prints the current page 

Media Library Opens/closes the Media Library window (available in Web 
Only mode) 

Help Accesses the online Help file 


Video: Keyboard Shortcuts 
Click the Video window before using one of these keyboard shortcuts. 
Action Keyboard Entry 
Channel change Do one of the following: 
Type a two-digit channel number. 
Type a one-digit channel number and press ENTER. 


Type a one-digit channel number and wait three seconds. 


Channel Up Up arrow or plus (+) key 
Channel Down Down arrow or minus (-) key 
Volume Up Right arrow 

Volume Down Left arrow 


Toggle Mute M 
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Media Library: Keyboard Shortcuts 
Click the Media Library window before using one of these keyboard shortcuts. 


Action 
Scroll Up 
Scroll Down 
Open a folder 
Close a folder 
View a page 


Keyboard Entry 


Up arrow 
Down arrow 
Right arrow 
Left arrow 


Highlight item, then press Enter 


Creating Digital Video movies with 
WinTV-Capture 


Overview of Video Clip Capture 


Live video which is digitized by the WinTV video digitizer (see “How the 
WinTV works”) can be “captured” as a video sequence (or “video clip”) by 
using the WinTV-Capture program. This program is provided on the WinTV 
Installation CD-ROM and uses Microsoft’s Video for Windows capability 
which is built into Windows 95. 


WinTV-Capture creates a file type called AVI (Audio/Video Interleaved) on 
your hard disk. This file contains digitized video and, optionally, audio. 


WinTV gives high quality captured video by storing uncompressed digitized video 
in an AVI file This compares with compression methods such as JPEG and 
MPEG, where some loss of video quality is accepted in order to reduce the 
amount of data stored. Uncompressed video capture creates high quality digital 


video movies, but requires optimized system performance to avoid lost video frames 
(called “dropped frames” .) 


To create the best quality digital videos, use the following steps: 
* Capture uncompressed video with the BTYUV format in an AVI file. 


° Edit the raw video. Add special effects, cut, paste, etc. using one of the popu- 
lar digital video editing programs such as Aymetrix Digital Video Producer 
(included on the WinTV Installation CD-ROM), Adobe Premiere or U- 
Lead MediaStudio. 


° After editing the video, compress the video for the playback target. For exam- 
ple, if you are creating a video to be used in a multimedia presentation, com- 
press with either Intel’s Indeo or Supermac’s Cinepak. If you are creating a 
CD-Video, use MPEG compression to get up to 74 minutes of video on a CD- 
ROM. 


Using WinTV-Capture 


The WinTV-Capture program is an easy-to-use program that previews live 
ee aS 
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video, captures an AVI file to disk, and plays back the AVI file to your VGA 
screen. WinTV-Capture can capture and playback video clips, but does not pro- 
vide video editing capabilities. Digital video editing programs such as Asymetrix 
Digital Video Producer (included on the WinTV Installation CD-ROM), 
Adobe Premiere or U-Lead MediaStudio can be used to edit your digital videos. 


With WinTV-Capture you can set the number of frames per second that are cap- 
tured and the size of the video image. You need to experiment to determine how 
much video your PC can store to the disk (in terms of image size and frames per 
second) because capturing video clips is very CPU and hard disk intensive. 


Here is the WinTV-Capture window: 


Capture 
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Setting the video image size 


The maximum suggested video image capture size is 320x240. When playing back 
the video on slower PC’s, a smaller image size might be needed. To set the image 
size, click on Options/VideoFormat: 


The WinTV-Capture program can use several different types of color formats 
when capturing video clips. For highest capture performance, choose the BT YUV 
format. This gives excellent capture image quality and frame rate, but will give 
slow performance on playback of 320x240 image size videos. This format is great 
if you plan to edit your video clips in Adobe Premiere or MediaStudio, and plan 
to compress the digital videos using Cinepak or Indeo. If you do not plan to edit 
your videos and want good playback performance, choose a smaller image size 
(160x120) or try RGB15 instead of BTYUV. Capture and playback performance 
is determined by your system configuration, including CPU and hard disk speed. 


Setting the number of frames per second captured 


To set the number of frames per second captured, click on 
Capture/CaptureSetup: 
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Capture Setup 


The number of video buffers will depend upon how much RAM you have in your 
system. The maximum number of buffers is 1000. 


After setting the video format, the number of frames per second and possibly creat- 
ing a new file name (by clicking on File/SetCaptureFile), you can start captur- 
ing video by clicking on the CaptureVideo icon. 


— 
«= Capture 1 


jm 
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Preview Video 


To preview live video, click on Options/PreviewVideo. This shows how your 
saved video clips will look after been captured. The colors will be limited to the 
number of colors used by your VGA display driver. For example, if your VGA 
display driver is in a 256 color mode, you will only see 256 colors in the Preview 
window, even though a 16-million color AVI file will be captured. 


You should not capture AVI files in Preview mode. 


Using Audio with WinTV-Capture 


To capture audio along with video, the WinTV must be connected to a sound 
board capable of saving sound clips. To connect WinTV to a sound board do the 
following: 


a) Make sure the audio output of the WinTV card is plugged into the 
LineInput of the sound board. 


b) Make sure the LineInput volume for recording is set correctly and not muted. 
Open the Volume control panel, then click on Options/Properties. In the 
panel Adjust volume for recording set for Recording. Make sure 
Linelnput is checked under Show the following volume controls and 
that the volume for LinelInput is not muted and is set at an appropriate level. 


on your PC then capturing video alone. If your PC 

drops many frames while capturing audio and video 

together, then capture the audio separately with the 
audio capture utility from Windows. The audio can be merged with 
video later on during the video edit stage. 


| Capturing audio along with video puts a greater strain 
Nd@te: 
= 


Suggestions on capturing video 


Captured image sizes can be either 160x120 or 320x240 pixels. 


For the best trade off between image size and captured frames per second, use a 
320 x 240 image. With a 486/66MHz processor (or better) and a reasonably fast 
hard disk drive, you should be able to capture 30 frames per second using the 
BTYUV format.This format uses a 2.5 :1 compression ratio compared to “raw” 
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24-bit per pixel video. 


The consumption of hard disk space is dependant upon the size of the video image 
while capturing, the image format plus the number of frames/second. Using the 
BTYUYV image format, the following chart shows hard disk space consumed: 


image siz frames/second bytes per second 1 minute video 


160x120 15 frames/sec 425 Kbytes/sec 26 Mbytes 
320x240 15 frames/sec 850 Kbytes/sec 52 Mbytes 
320x240 30 frames/sec 1.7 Mbytes/sec 104 Mbytes 


Video consumes quite a bit of hard disk space! At 320x240, you will only be able 
to store about 10 minutes of video on a | Gigabyte hard disk! 


To reduce the amount of hard disk space used by your digital videos, you can edit 
the video using one of the popular 32-bit digital video editors (such as Adobe’s 
Premiere or U-Lead’s MediaStudio). After editing, you can compress the video 
using a software playback format such as Indeo or Cinepak (both of these are sup- 
ported by Windows95). Typical compession achieved by these formats is 30:1. 
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Tips on improving capture performance 


Choose Overlay Video from the Video Capture Options menu will allow the 
video image to be displayed during capture. This mode also allows WinTV- 
Capture to run faster during capture. Choosing Preview Video will show what 
the captured image will look like when played back through the VGA adapter, but 
should not be used for capturing video. 


Do not use DoubleSpace or any other disk compression scheme! This severely 
slows down your hard disk. 


Turn off screen savers and do not connect to a local area network. 


Most professionals capture video and audio separately. This allows them to “lay 
down” the audio track on top of the video tracks while editing. Capturing video 
separately will increase the performance of your video captures. 


There are several hard disks on the market which are designed for higher perfor- 
mance video captures. These drives use 1:1 interleaving and track caching to elim- 


inate gaps caused by a hard disk drive seeking to the next track. They are available 
with both IDE and SCSI interfaces. 
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Teletext Data Reception using VTPlus 
(WinTV-pci and radio models) 


Teletext is used in Europe and other parts of the world to transmit digital data 
along with a television picture. Teletext data is transmitted in an invisible part of 


the TV picture called the "Vertical Blanking Interval" or VBI. 


Teletext data is normally formatted into pages. A master index is also transmitted 
which lists the various categories that can be received, and which Teletext page they 
are being transmitted on. Teletext data must be inserted into the VBI by your TV 
broadcaster, and can only be received on the Win/TV boards if the Hauppauge 
Teletext decoder is installed. 


An example of a Teletext page follows. Each Teletext page has a page number, a 
date and the current time in the right hand corner: 


Teletext 100 BDeci2 17:46:45 


Teletext 


Lown oD ON 


MARY J IS HAPPY TO OBLIGE SOUL FANS 445 


MEET Mary J Blige — the 
Queen of Hip-Hop Soul 
and a New Jack Diva, who 
just loves the ‘°70s. 


Generator profile 445 
Generator index 440 bs 


FULL TELETEXT CONTENTS 401 


HOW TO WIN THE LOTTERY eis ye: 


VTPlus for Win/TV is a sophisticated Teletext software application which runs 
exclusively on the Hauppauge Win/TV card. VT Plus allows you to view multiple 
Teletext pages, save or print Teletext pages and create Dynamic Data Links so that 
Teletext data can be used in other Windows applications. The Win/TV applica- 
tion does not have to be active while the VI Plus Teletext application is running. 
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Installation of the VTPlus software 


If the VTPlus application is provided on CD-ROM, then it will automatically be 
installed from the WinTV Installation CD-ROM. 


If it is provided on diskette, click on the Start button, then Run and then type: 
A:\VTSETUPEXE The program will install in the default directory 
c:\VTPLUS. The installation creates a group headed VTPlus for Win/TV 


and three icons will be created. The main icons are: 


VTPlus program: [=] VTPlus On line help: 


VTPlus window 


——— 


Page Edit Window Show Toptext Options Help 


Bale) <[ > fee] 2] Bftorf:e| [ teietext 440 deci2 


Station: 


1 CAR_ CARL 


Station: 


1 CAR_ 


Er a 
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VTPlus toolbar 


Select TV channel 
Center Teletext page 


TOP text select 
Set Time/Date 


Help 


Page text Options 


Teletext 


440 D 


Current Teletext service 


Current page numbe 


Reveal invisible text 
Next Subpage 
Previous Subpage 
Script 


Reception indicator 


1. Reception indicator: when this symbol is red, your requested page is being 
received. 


2. Script: shortcut for Options/Script. See Help for information on program- 
ming the Script. 


3. Select previous Subpage: indicates, when dark, that there are subpages 
before the current subpage. When a light grey, there are no subpages before 
the current page. 


4. Select next Subpage: indicates, when dark, that there are subpages after 
the current subpage. When light grey, there are no subpages after the current 
page. For example, if the current page is 100 and there are no subpages in 
page 100, the Select next Subpage icon will be light grey. 


5. Reveal button: shortcut for Show/HiddenCharacters. When you use this 
button you might see hidden text, such as VPS time codes or answers from a 


Quiz. 


WinTV Installation and Reference Manual 


6. Arrange in Center: shortcut for Window/ArrangelnCenter. When you 
click on this button, the actual page will be positioned full size in the center of 
the Window. The centralized page will return to its original position as something 
else is activated. 


7. Channel Selection: shortcut for Options/Change TV Station. 


8. Toptext window: shortcut for Toptext/ToptextWindowVisible. When 
you click the TOP button, the Toptext window will appear. Toptext is also 
being received with invisible Windows. Toptext is a protocol being used in 
Germany by TV stations like ZDF/ARD to help the user get a clear, fast 
overview of the available information being transmitted and to give the user 
fast access to this transmitted information. 


9. Set System Clock: shortcut for Options/SetSystemClock. Click on this 
button with your mouse and the received Time from the Teletext channel will 
be used by the System clock of your PC. 


Setting up VTPlus TV channels 


By double clicking on the VTPlus for Win/TV icon, the VT Plus Teletext appli- 
cation will be launched. The channels that have been previously tuned in by the 
Win/TV application now have to be selected for VIPlus. To do this, select 
Options/ChangeTVstation: 


Station: 
CAR_ CARLTON 


Options 


> = ~ [eancet_] 


@ use in VTPlus 


 Toptext 


_ Help 2 


A menu will pop up called Setup TV stations. Now select all the stations 
required and click use in VTPlus box for each station desired. Up to three letters 
ee ce nce elcateetterteaeacheeit :deaachchehchtetal 
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can be used as the channel ID, to allow you to identify which channel you are 
viewing. 


Quickselect Teletext pages 


By using the Ctrl+N key a Create and Receive page pops up requesting a page 
number. Type-the requested page number. If this page is to be received continuous- 
ly (every time the page is received, the page is automatically updated), click the 
Update Continuously box. 


Many Teletext pages have a reference to other pages. For example, the TV guide 
section has a number of page referrals to movie background information which is 
being transmitted in other pages. Quickselect allows you to select these pages 
directly. Double click the left mouse button on the desired page number in the cur- 
rent Teletext page, and a new Window appears with the selected page. 


If you do not want to open a new Window, but simply change to the new page, 
push the Shift-Key while double-clicking on the page number in the current 
Teletext page, and the new selected page will appear in the original window. 


With Quickselect, several pages can be called at once. If a Teletext page refers to a 
page sequence such as “Share Prices: 500-505”, mark the first page number with 
a single mouse click, click a page number and start the reception with a left 
Doubleclick on the end page. The distance between the selected pages may not be 
more than 11. 


Example: “News from Page 300-303” are selected with by a single click on 300 
and a Doubleclick on 303. The multiple page reception will open individual win- 
dows for each of the pages within the selected page numbers. 


Dynamic Data Exchange with Teletext 


DDE links can be created between the Teletext pages and any Windows program 


supporting DDE. Programs supporting a live DDE link from a Teletext page 
include the Microsoft EXCEL spreadsheet and Microsoft WORD. 


To create a link, use your mouse to highlight the section of the Teletext page of 
interest. For example, if the current Teletext page has financial data, highlight with 
the mouse the financial item of interest by click on the beginning of the field on the 
Teletext page, holding your mouse button down, and releasing the mouse button at 


the end of the field. 
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YTPlus for WiniT¥ 
Window Show Toptext Options Help 
Export... Ctr#X Hy 


BBC2201 | +] 


CEEFAX 201 Mon 12 Dec 17237/22 


EEC FINANCE 


FACTORY GATE INFLATION QUICKENS 


CEEFAX 277 Mon 12 Dec 17:37/ 


WAVERLEY MINING to raise £14.7?m 


MAN confirms talks about US buy 


BOCK may lower his Lonrho stake 


CEEFAX 101 Mon 
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Then click on Edit/Copy option from the Edit menu and click the left button 
mouse. The information is now in the PC memory. To create a link to the DDE 
supported applications (such as your spreadsheet), select “edit past link” in your 
application. VT Plus will now create a direct link to your program. 


When the data changes in the selected field on the Teletext page, VI'Plus will 
deliver the data automatically to your DDE supported program. Updates through 
the DDE occur when all subpages are being received and at every update, when 
the option Update Continuously is marked. 


Using the WinTV-radio Application 


If you have purchased the WinTV-radio board, in addition to watching TV you 
can also tune in radio stations on the FM band. 


The WinTV-radio board has two aerial inputs, one for TV and one for FM radio. 
If your TV antenna (or cable TV network) carries both TV and FM radio, you 


can connect to the TV antenna connector only: 


FM 
C) FM radio antenna 


TV 


(c)| rv amonns 


Running the WinTV-radio Application 
Click on Start / Programs / WinCastTV and then WinRadio to run the 


radio application. 


The WinTV-radio Window 
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Using the WinTV-radio Buttons 


Volume: _— The audio volume is adjusted by setting the Lineln level in the 
Volume Control applet. 


Tune: Fine tune the current radio channel. 
Seek: Search for the next active FM radio channel. 
Mem: Sets a FM radio channel preset. To assign the current station to 


a preset, click on Mem and then on one of the Preset buttons (1-10). 


Mute: Turn off the sound. 

Mono: Force mono reception. 

Scan: Searches for new stations until you click on Stop. Click the 
RIGHT mouse button anywhere on the WinTV-radio window to set the 
Scan mode. 

Min: Minimizes the WinTV-radio window. 

CD: Starts the Audio CD-Player for playing back Audio-CD’s. 
TV: Closes the radio application and starts the WinTV application. 
OFF: Closes the radio application. 


1-10: Preset 1 - 10 


Programming the Presets 


‘To assign a radio station to a special Preset button do the following: 


1. Tune in the desired station with the Seek button (or by using Tune). 


2. Click on the Mem button. It will change to red. 
3. Click on one of the Preset buttons (1-10). 


WiaTV Installation and Reference Manual 


Using the right Mouse button 
When you click the RIGHT mouse button in the WinTV-radio window, this 


menu comes up: 


1. Scan Mode: Presets - When Presets is chosen and the Scan button is 
clicked, WinTV-radio tunes in only the stations which are assigned to the 
Preset buttons. 


2. Scan Mode: All - When All is chosen and the Scan button is clicked, 
WinTV-radio tunes in all radio stations. 


3. Frequencies - A list of all frequencies assigned to the preset buttons is 
shown. 


4. Tool Tips - Turn on/off bubble help. 


5. Minimize - Minimizes the WinTV-radio application window. 
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How WiaTV Works 


How WinTV displays Video-in-a-Window 


To display live video on your PC monitor, the WinTV boards use a technique 
called PCI Push. With this technique, the live video is digitized by the WinTV 
board and then moved over the PCI bus into the memory of your VGA display 
adapter. Here are the steps in getting live TV onto your VGA screen: 


- the TV Tuner is controlled by software to tune to a specified TV channel. It 
takes a modulated television broadcast signal and turns it into demodulated 
video and audio signals. 


- the demodulated video from the TV tuner goes into the BT848 Video 
Digitizer, where it is converted into a digital form using YUV 4:2:2 sam- 


pling. This is a high quality sampling format which results in resolution equiv- 
alent to 24-bits of RGB per video pixel. 


- the demodulated audio goes into an on-board audio switcher. WinTV’s 
audio switcher can receive audio from the TV tuner or the Audio Input 
Jacks (Left, Right). The output of this audio switcher goes to both the 
Audio Out Jack (Line Out) and the CD-audio passthrough connec- 


tor for connection to a sound card. 


- the BT848 Video Digitizer is also a PCI-bus Master device. After the 
video pixels are digitized, it “pushes” them over the PCI bus into the memory 
of your PC’s VGA display adapter. It does this without requiring your PC’s 
processor to do any work, therefore live video can be displayed in a window on 
your VGA screen without slowing down your PC. 

Video Overlay mode of operation 


Live TV can be displayed on your VGA screen by using either the Video 
Overlay or the Primary Surface mode. The mode which is used is dependant 
upon your PC’s hardware and software. If your PC: 


- — hasa VGA display adapter which supports Windows95 Direct Draw, 
- and your VGA has a Video Port which is designed to accept digital video, 


- and your VGA has enough display memory to hold the digitized video image 
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then WinTV’s Video Digitizer “pushes” YUV 4:2:2 video pixels for temporary 
storage into an off-screen part of the VGA memory called a Secondary 
Surface. This method is called Video Overlay. The VGA display adapter will 
then convert the video image from YUV 4:2:2 into RGB video and continuously 
overlay the VGA screen with the video image. Using Video Overlay, the VGA 
controller treats the live TV image just like any other window, which results in a 
24-bit video image on your VGA screen. You will also be able to display full 
screen TV at all VGA resolutions. 


VGA chips which have Video Ports include: the S3 Trio 64V+, S3 ViIRGE 
3D, Cirrus Logic 5446, ATI Rage II, Tseng Labs ET6000. 


Primary Surface mode of operation 


If your VGA display adapter has a Direct Draw driver but does not have either a 
Video Port or enough memory to hold the video image off-screen, then the WinTV 
board converts the YUV 4:2:2 video pixels into an RGB format which is compati- 
ble with your VGA display adapter’s operating mode (8 bits per pixel, 16 bits per 
pixel or 24-bits per pixel) and then moves the pixels directly into the display mem- 
ory or Primary Surface of your VGA. 


VGA chips which can support Primary Surface mode include: the S3 Trio 64, 
S3 Vision 968, Matrox Millenium and Mystique and Tseng ET6000. 


This results in a high quality video image whose color depth is dependent upon 
your VGA display adapter’s operating mode. For example, your TV image when 
running in a 256 color mode will not be as good as when running your VGA in 
16-bit per pixel mode. 


Also, because the video is moved directly onto the Primary Surface, features such 
as close captioning and full-screen TV in resolutions greater than 640x480 will be 
disabled. 


How WinTV decodes Intercast Content 


Intercast Content is transmitted by a TV broadcaster in a part of the TV signal 
called the Vertical Blanking Interval. The VBI, as it is often called, can con- 
tain up to 10 lines of Intercast Content, plus one line of Closed Captioning data. 
The data consists of a series of 1’s and 0’s and would show up on your TV screen 
(if you could see it) as a series of black and white dots on each line in the VBI. 


The WinTV board uses 5x oversampling to digitize the video lines in the VBI 
which are used for Intercast Web pages. Since each line in the VBI has 35 bytes of 
SSS 
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data, there are 1400 samples per line. This digitizing is very similar to the digitiz- 
ing used for TV video, but instead of using the PCI bus to moved digitized video 
into VGA display memory, the WinTV board moves the digitized lines from the 


VBI into main system memory. 


Once in main system memory, your Pentium processor can take the digitized line 
and extract the Intercast Content. The method of extracting the 35 bytes of 
Intercast Content in each VBI line uses such techniques as noise reduction and 
echo cancellation to extract valid Intercast Content even when given a noisy TV 
signal. 


Intel’s Intercast Viewer then displays the data in the Intercast viewer window. 
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Troubleshooting 


This chapter includes troubleshooting help for solving common problems. 


Trouble shooting the WinCast/TV driver 


Problem: Error message “No suitable Direct Draw 
provider” 
WinTV requires a Windows 95 Direct Draw driver for your PC’s VGA accelera- 


tor to provide TV-in-a-window and to extract Intercast Content from the TV sig- 
nal. 


The following message appears if DDcheck (which is run after installing the 
WinCast/TV driver) cannot find a functioning Direct Draw driver: 


Most (if not all) PCI VGA accelerators can be upgraded with a Direct Draw dn- 


ver. If this message occurs, you can: 


- check in the README.DOC file on the VGA Driver diskette to see if an 
updated Direct Draw driver is included for the VGA chip which is in your 
PC. It is important to know exactly which VGA chip is in your PC. For 
example, there is a difference between the S3 Trio64V and the $3 
Trio64V +. If there is an updated driver, install the updated driver by using 
the procedure described in the section entitled Installing an Updated 
VGA Driver for use with WiaTV . 
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- Many VGA board and chip manufacturers (such as Diamond, Number 9, 
S3, Cirrus Logic and ATI) have updated drivers which include updated 
Direct Draw support. You can check on their technical support Internet Web 
sites for updated drivers. 


- If your VGA chip was sold before Windows 95 was introduced in August 
1995, there is a possibility that your VGA chip does not have (and will not 
have) a Direct Draw driver. In this case, you can upgrade your PC’s VGA to 
use one that has proven compatibility with WinTV. Check the 
README.DOC file on the WinTV Installation CD-ROM for a list of 
compatible VGA’s. 


Problems with older VGA cards based on the $3 
Trio64V+ chip 


Some VGA boards based on the $3 Trio64V+ chip use an older VGA 
BIOS,which can occasionally cause a PC to "lock-up", especially when using full 
screen IV mode. Should you encounter such a condition, you will need to use an 
update which is found in the c:\Program Files\Wintv directory on your PC. 


‘To install this update so it takes effect every time you turn your PC on, copy this 
file to the C:\ drectory, and add the line: 


c:\765 
to your AUTOEXEC.BAT file (found in the C:\ directory).. 


Problem: TV image moves very slowly in the Intercast 
Viewer 


This will occur if an updated Direct Draw driver is not installed in your PC. With 
some VGA’s, if an updated Direct Draw driver is not installed, the Intercast 
Viewer will still work, but the video image is moved to your Intercast Viewer win- 
dow through a Video for Windows Preview window, which displays at roughly 4 
frames per second. 


This problem can be fixed by installing an updated Direct Draw driver. See 
Problem: Error message: “No Suitable Direct Draw Driver installed” 
above. 


Problem: Bad colors in the TV window 


If your VGA display is running in 256 color mode, the TV picture will be dis- 
played with only 256 colors. This compares with the 16 million different colors 
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which are in the original TV image. The colors in the TV window will change 
depending upon which Windows programs are being run, and what color palettes 
are being used. 


To fix this problem, first try running your VGA adapter at a minimum of 16 bits 
per pixel. If you do not have enough memory on your VGA adapter to run at 16 
bits per pixel in the current resolution, either lower the resolution (example: from 


1024x768 to 800x600) or add more VGA memory to your VGA display 
adapter. 


Error message: “No memory available” after running 
the WinTV application or “WinCast card not installed or 
drivers not loaded” 


Sometimes, during the installation of the WinCast/TV driver (see chapter 2 and 
the New Hardware Found menu) you do not answer all of the questions correct- 


ly and the WinCast/TV driver does not get correctly installed. 


In this case you might find the WinTV listed in ? Other Devices. To delete this 
driver, highlight PCI Multimedia Video device and then click on Remove. 


Then click on Refresh to request Windows95 to find the new WinCast/TV dri- 


ver. 


System Properties 


> Floppy disk controllers 
-&® Hard disk controllers 


Other detected devices 
Other devices 


F 4 lt 
iad 4 


Sound, video and game controllers 
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System Lock-ups when using VGA cards based on the 
S3 Vision968 or 868 


When using the WinTV with VGA boards based on the S3 Vision968, a small 
number of installations report random system lock-ups while using either WinTV 
or the Intel Intercast Viewer. Lock-up is quick, occurring within seconds of starting 
the application. 


This problem is related to a Plug-and-Play memory overlap between the 
Vision968 and the WinTV board. To fix this problem, you need to manually read- 
just the Memory Address of the WinTV board. 


‘To change the address, go into DeviceManager by clicking on the Start button, 
then Settings then Control Panel. Then double click on the System icon and 
then the Device Manager tab. 


Double click on Sound,video and game controllers. Then double click on 
Hauppauge WinCast/TV. This brings up the Hauppauge WinCast/TV 
Properties window. Then click on the Resources tab. 


Un-click the Use automatic settings. Highlight Memory Range and click on 
Change Setting. The Memory Address range of the WinTV board is a set of two 
8 digit hexidecimal number, such as: 


FFFA0000-FFFAOFFF 


‘To eliminate the memory overlap, either increase the second digit by 4, or decrease 
it by 8 (remember to use hexidemical arithmatic!). This changes the memory 


space between the Vision968 and the WinTV board to 64Mbytes. For example: 


origin tion increase by 4 decrease by 8 
80000000-80000FFF 84000000-84000FFF 78000000-78000FFF 
FFFA0000-FFFAOFFF can't do F8FA0000-F8FAOFFF 


Trouble shooting the Intercast Viewer 


For more troubleshooting solutions with the Intercast Viewer, press F1 to access 


online help. Also, see the README.TXT file in the Viewer directory. 


Problem: Can't start the Viewer 


If the Viewer can't detect a valid signal source, it tries to locate a valid signal 
a etic — cect aerate eet  heatcheti seeel 
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source. 


If a valid signal exists: the software asks if you want to make it permanent. Select 
one of these: 


Click OK to make the setting permanent. 
Click No to repeat the same process the next time you run the program. 


If no valid signal exists: a message displays and the software shuts down. ‘To cor- 
rect the problem, check the following: 


Ensure that the cable or antenna connection is secure. 
Have your cable company check the signal quality. 


For more information, see Selecting the video source in Help. 


Problem: Incomplete broadcast web page displays 


When changing channels quickly, you might interrupt the beginning reception of 
Billboards and web pages sent by the broadcaster. In those instances, the default 
Billboard or a partial web page might display. 


Make sure you remain on the channel for a few minutes to allow enough time to 
receive complete web pages or Billboards. 


Problem: Missing broadcast web pages 


When tuned to a channel that broadcasts Intercast Content, the Intercast Channel 
indicator animates. If no web page displays, try one or more of these: 


Be sure you are not actively browsing (using the web browser). 


Double-click the desired web page title or icon in the Media Library. The broad- 
caster may send many web pages connected by hypertext links before signaling the 
main web page to display. If part or all of the pages are missing, you can still view 
the existing pages through the Media Library. 


Unless the broadcaster resends the pages, you cannot view pages sent before you 
tuned to the channel. Any links referring to those pages are also not valid. 


Use the Diagnostics program to verify that the channel currently broadcasts 
Intercast Content. For more information, see Verifying a Channel Broadcasts 
Intercast Content later in this chapter. 


Check with your local cable company. The cable company may have blocked the 
teh en ttn A ESSN 
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portion of the signal that sends Intercast Content. 


If none of the above steps help, contact your computer dealer for more help. 


channel broadcasts Intercast Content. However, the 


i The Intercast Channel Indicator animates when a 
Ndte: 
| channel might or might not be broadcasting web pages. 


Problems connecting to the Internet 
If you experience problems connecting to the Internet, try one or more of these: 
Make sure the Windows 95 Dial-Up Networking utility is correctly installed. . b 
Try to connect without using the Viewer. 
If you can connect, contact your computer dealer for more help. 
If you can't connect, contact your Internet access provider for more help. 
Follow the instructions from your Internet access provider if they differ from these 


instructions. 


Problems accessing Internet web pages 


If you have problems connecting to locations on the Internet, try one or more of 
these: 


Make sure you typed the address correctly. 


Make sure you used a valid address. For example, the address might have 
changed or been removed. 


Click the Stop button and try again. 
Purge the cache. For more information, see Purge the Cache in Help. 


‘Try again later. The host server might have reached its limit for the number of 
users it can handle. 


Disconnect from the Internet and reconnect again. 


Problem: Can't tune to a channel above 13 


Check the video source setting in the video Property Sheets. When connecting 5 
cable to your PC, you must set the video source setting for Cable. If you select 
Antenna, the tuner stops at channel 13. For more information, see Select the 
oe a a cc dct Macha 
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Video Source in Help. 


Problem: Poor TV picture quality 


A poor TV image could be caused if your VGA display adapter does not have 
enough video RAM to hold the TV image. In this case, WinTV resorts to Primary 
Surface mode, which lowers image quality. A memory upgrade on your VGA dis- 
play adapter might fix this problem. 


Another possible cause of this problem could be that your VGA display adapter 
does not support Windows 95 Direct Draw. In this case, you might consider an 


upgrade to a new Windows VGA accelerator which has Direct Draw and support 
and is compatible with the WinTV board. 


A poor video picture might also indicate a bad signal. To verify a bad signal, try 
one or more of these: 


Move your antenna or check your cable connection. 


Move possible interference sources, such as other computers or television sets, 
away from your PC. 


Contact the cable company to check your signal quality. 
If you still experience problems, verify the signal quality by following these steps: 


1. Quit the Viewer and run the Diagnostics Program. (Both programs cannot 
run at the same time.) To run the Diagnostics program: Click the Start button, 
then select Run then c:\Program Files\Intercast\intrdiag.exe 


2. Click OK. 


3. Tune to a channel that currently broadcasts Intercast Content. For more infor- 
mation, see Verifying a Channel Broadcasts Intercast Content later in this 
chapter. Stay on the channel for at least 5—10 seconds. 


4. Check the data error rate graph in the lower left screen. Good television recep- 
tion results in a low or zero error number. An occasional spike is not unusual, 
but consistent errors of more than | or 2 indicates a poor or weak signal. 

Problem: TV picture displays a blue screen 


The TV picture might display a blue screen under the following conditions: 


Momentary loss of signal 
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A weak video signal 
Channel changing 


A scrambled channel 


screen. To fix the problem, switch the channel up or 


i, Changing channels may cause a temporary blue 
Ne@te: 
= down, then return to the original channel. 


The audio might continue to broadcast, even though the video picture displays a 
blue screen. This indicates a strong audio signal and a weak video signal. 


A scrambled channel is not a valid channel. 


Problem: Snapshots don't display correctly 


When using a 256 color palette, snapshots display incorrectly. To correct the prob- 
lem, try one or both of these: 


Change your Windows color palette to 16-bit. 


Copy the image to a graphics program and save the image as a 24-bit image. 


Verifying a TV channel broadcasts Intercast Content 


1. Quit the Viewer and run the Diagnostics Program. (Both programs cannot 
run at the same time.) To run the Diagnostics program: Click the Start but- 
ton, then select Run then c:\Program Files\Intercast\intrdiag.exe 


2. Click OK. 
3. Tune to the channel you wish to view. 


4. When the channel broadcasts Intercast Content, the indicators in the Intercast 
Data Reception window display a horizontal bar that moves left to right, simi- 
lar to stereo equipment indicators. 


If you still cannot receive Intercast Content, contact Hauppauge technical support 
for more help. 


Broadcasters might not send Intercast Content during 
Nate: = every program or during commercials. 
| 


Updating the WinCast/TV driver 


From time to time, there might be a new WinCast/TV driver which is an 
improvement over the existing driver. Driver updates can be downloaded from the 
Hauppauge Internet Web site (see the front page of this manual for the URL). 


Open up the Control Panel by clicking on Start/Settings/ControlPanel. 
Now open up the System properties setup by double clicking on its icon, then 
click on the Device Manager folder. Then click on Sound, video and game 
controllers: 


Now double click on Hauppauge WinCast/TV to open the WinCast 
Properties: 
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| Hauppauge W 


c 


CAWINDOWS\DDCheck. exe 
C:\WINDOWS \Inspect.exe 
C:AWINDOWS\SYSTEM\ddhelp.exe 
CAWINDOWS TEM\ddraw16.d 


Click on Change Driver: 


SSS 
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Now click on Have Disk. You will be asked to put your floppy disk with the new 
WinCast/TV driver in floppy drive a:\. If you have copied or unzipped your 
new driver to another disk file, type the correct path: 


Click OK. Select Hauppauge WinCast/TV. 


Click OK. 
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You will be brought back to the WinCast/TV Properties window. Now click 
OK to copy the new driver to your hard disk. At this point, you will sometimes be 
asked to retype the path for the new WinCast/TV driver. Simply retype the path 
such as A:\ 


| Copying File 


After the new driver has been copied to your hard disk (about 12 files are copied) 
you will see the following message: 


System Settings Change 


Click on Yes to Reboot. 


If you are having a problem updating the 
WinCast/TV driver 


Sometimes Windows95 will not let you install an updated driver. Instead it simply 
uses the existing driver which had been loaded onto your PC. In this case, you 
need to manually unload the WinCast driver, then start again. 


To unload the existing WinCast/TV driver, follow these steps: 


Look for the existing WinCast drivers. To do this, click on the Start button, then 
Find/Files or Folders. In the Advanced tab, under Containing Text 
type in WinCast: 
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| &%& Find: All Files 


Then click on the Name and Location tab. Type in the name *.INF and the 
location ¢:\windows\inf (assuming your Windows95 directory is called c:\win- 


dows): 


&% Find: All File 


Then click Find Now. 
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inf containing text wincast 


C:\WINDOWS\INF 


Setup Information 


12/1/96 4:36 PM 


Oem3 inf CAWINDOWS\INF 4KB Setup Information 12/13/96 11:19AM 
(5) Cemé int CAWINDOWS\INF 4KB Setup Information 12/13/96 11:21 AM | 
(5) em8.int CAWINDOWS\INF 4KB Setup Information 12/13/96 11:32AM | 
[&) Oemt1 int CAWINDOWS\INF SKB Setup information ‘12/28/96 10:31 AM 
(3) Oem12.int CAWINDOWS\INF SKB Setup Information 12/31/96 8-58 AM 
[3] Oem13 int CAWINDOWS\INF SKB Setup Information ‘1/10/97 6:48 PM a 
(3) Oemt6.inf CAWINDOWS\INF 8KB Setup Information ‘1/23/97 6:18AM 
[i] Oemt7.int CAWINDOWS\INF GKB Setup Information 2/8/97 8:44. AM cs 
(5) Oem18 int CAWINDOWS\INF 6KB Setup information 2/8/97 4:23PM 
= oeeee 
a 


These are the INF files (information files) of the WinCast/TV driver as seen by 
Windows 95. Every time you installed the WinCast/TV driver, a new entry is 


made. So you might have only one or you might have many. 


Then click on Edit/SelectAll, and then File/Delete to delete these information 


files. 


Now go to the beginning of this chapter and start again. 
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Checking the WinTV Plug-and-Play 
Setup 


After the WinTV board has been installed, you can find out what I/O port and 
interrupt has been assigned by Windows95 Plug-and-Play by looking at its config- 
uration in the Control Panel. Windows 95 Plug-and-Play will not let you change 
the Interrupt it has assigned, but you can, if necessary, change the Memory 


Address selected. 


Open up Control Panel by clicking on Start/Settings/ControlPanel. Now 
open up the System properties setup by double clicking on its icon, then click on 
the Device Manager folder. Then click on Sound, video and game con- 
trollers: 


then click on Hauppauge WinCast/TV and then Properties: 
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Click on Resources to see which resources Windows95 has assigned to the 
WinTV. Remember: the Interrupt setting cannot be changed (since it is assigned 
by Windows 95 Plug-and-Play) but the Memory Address can be changed if 
there is a memory conflict between the WinCast and another board. 
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To see which versions of drivers are being used, click on Drivers: 


CAWINDOWS\DDCheck. exe 


You can also see the hardware configuration of the WinTV by clicking on the 
Details tab: 


This window will show the type of TV tuner, the serial number and revision of 
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your WinTV board and other information which can be used to help diagnose hard- 


ware problems. 


Technical Support 


Technical support telephone 


If you have questions regarding installation or compatibility, please contact our 
technical support staff at: 


(516) 434-3197 
(516) 434-3198 Fax 


Service 


If you should need assistance with the installation, operation, or application of your 
Hauppauge WinTV board, there are several options available to you. Your prima- 
ry source for information and problem assistance is always your dealer. Should the 
need arise, contact your dealer for on-site or repair service. 


Hauppauge’s Technical Support and Customer Service staff can aid in solving 
many problems. Our service department is available to repair any Hauppauge 
product. For completion of repair, the product must be returned to our factory. 


If this WinTV board is not in working order, your only recourse is repair or replace- 
ment, as described above. UNDER NO CIRCUMSTANCES will Hauppauge 
be liable for consequential damages, including any lost savings, lost profits, or any 
other damages, caused by the use of the WinTV board or inability to use it, even if 
the dealer or Hauppauge has been advised of such liability or other claims. 
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The Hauppauge Limited Warranty 


Warranty 

Hauppauge Computer Works, Inc. warrants the WinTV board to be free from 
defects in material and workmanship for a period of | year from date of initial 
retail purchase. We will, at our option, repair or replace a defective product. The 
limited warranty does not cover any losses or damage that occur as a result of: 

¢ Improper installation 

¢ Misuse or neglect or operation with faulty equipment 


¢ Repair or modification by anyone other than Hauppauge Computer Works or 
an authorized repair agent 


Please complete and return the Warranty Registration Form inserted in this man- 
ual. To obtain service under this warranty, contact Hauppauge Computer works at 
(516) 434-3197, or fax “RMA Department” at 516-434-3198. Please see the 
return procedure in the “Technical Support” chapter. 
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Win/TV Tastaturbelegung 


Lauter Bild auf 

Leiser Bild ab 
Einen Kanal auf Plus (+) 
Einen Kanal ab Minus (-) 
Einzelbild drucken Strg + P 
In Zwischenablage kopieren Strg + C 
Bild anhalten Strg + F 

Cursor in Meniizeile F10 
Win/TV Mausfunktionen 
Titelleiste ein / aus Rechte Maustaste 


Hauppauge Computer Works, GmbH 
Albertusstr. 46-48 
41061 Moénchengladbach 
Deutschland 


Tel: 02161-17063 
Fax: 02161-21821 
Technischer Support: 02161-178529 
Mailbox: 02161-177353 


WinTV-pei 
WinTV-primio 
WinTV-radio 


Installations und Referenz 


Handbuch 


Copyright (c) Hauppauge Computer Works, Inc. 1991 - 1996 


Hauppauge Computer Works, GmbH Telephone: 
AlbertusstraBe 46-48 Fax: 
41061 Monchengladbach, Germany _ Tech. Support: 


Mailbox: 

Hauppauge, U.K. Phone: 
London, U.K. Fax: 
Technical Support: 

BBS: 

Hauppauge Computer Works, Inc. Telephone: 
91 Cabot Court Fax: 
Hauppauge, NY 11788 Tech Support: 
BBS: 


Internet addresses: 
Sales: sales@hauppauge.com 


02161-17063 
02161-21821 
02161-178529 
02161-177353 


0171-378-7309 
0171-378-1108 
0171-378-0202 
0171-357-6587 


516-434-1600 
516-434-3198 
516-434-3197 
516-434-8454 


Technical Support: techsupport@hauppauge.com 
Web Site: http:/Awww.hauppauge.com 


FCC Statement 


Radio Interference Statement: 


The Win/TV boards have been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a residen- 
tial installation. This equipment generates, uses, and can radiate radio frequency 
energy and, cause harmful interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to 
try to correct the interference by one or more of the following measures: 


* reorient or relocate the receiving antenna. 
* increase the separation between the equipment and receiver. 


* connect the equipment into an outlet on a circuit different from that to which 
the receiver is connected. 


* consult the dealer or an experienced radio/T V technician for help. 
FCC ID: H96WINCAST MADEIN USA 


CAUTION: Changes or modifications not expressly approved by the party 
responsible for compliance to the FCC Rules could void the user’s authority to 
operate the equipment. 


CE Statement: 
This equipment has been tested and complies with EN 55013, EN 55020 and 
IEC 801-3 part 3 standards. 
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Die Arbeitsweise der Win/TV pci, 
Win/TV primio und Win/TV Radio 


Wia/TV Karte Features und Anschliusse 


Das folgende Diagramm zeigt die wichtigsten Elemente und Anschliisse der 


Win/TV Karte: 


CD-audio passthrough 


3 


TV Tuner 


Audio _ 
Ausgang 


Video in [}J3) 


Audio in 


PCI bus 


Wie die Win/TV Karte das Video im Fenster darstellt 
Um das live Video auf dem PC Monitor anzuzeigen, nutzt die Win/TV Karte 


eine Technologie, die sich PCI Push nennt. Die Videoinformation wird vom 
Video-digitizer Chip digitalisiert und iiber den PCI Bus direkt in den Speicher 
der Grafikkarte geschrieben. 


- der TV Tuner empfangt gesteuert von der Software einen bestimmten Sender 
und wandelt das modulierte TV Signal in ein unmoduliertes Video- und 
Audio-Signal um. 


- das Videosignal gelangt vom TV Tuner zum Video-digitizer Chip, wo es in 
digitale Form umgewandelt wird. Dabei wird eine YUV 4:2:2 Digitalisierung 
benutzt, die eine hohe Qualitat entsprechend 24-Bit Farbauflésung 
erméglicht. 
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- das Audiosignal gelangt zum Audio-umschalter, der entweder ein Signal vom 
TV Tuner oder vom “Audio in” Anschluss empfangt. Der Ausgang des 
Audio-umschalters ist mit dem Audioausgang J4 verbunden, von wo es zur 
Soundkarte geht. 


- der Video digitizer Chip ist ein PCI Master Gerat. Nachdem das 
Videosignal digitalisiert ist, werden die digitalen Daten iiber den PCI Bus 
direkt in den Speicher der Grafikkarte geschrieben. Als Grafikkarte kommt 


deshalb nur eine PCI Karte in Frage. Das geschieht ohne Rechenleistung von 
der CPU des PC’s zu benétigen (bus mastering). 


Die Video Pixel kénnen durch zwei verschiedene Methoden in den Speicher der 
Grafikkarte geschrieben werden. Beide Methoden setzen vorraus, daB der 
Anzeigentreiber Ihrer Grafikkarte Windows 95 Direct Draw unterstiitzt: 


1. Secondary Surface Modus (Direct Draw Overlay) 


Wenn die verwendete Grafikkarte zusitzlich 


- einen Chip mit “video port” besitzt, der designed wurde, um digitale 
Videoinformationen zu verarbeiten (Direct Draw Overlay Support), z.B. $3 
TRIOV+, S3 ViRGE 3d, ATI 264 GT, VT, CL 5446 


-  genug Grafikspeicher hat, um das digitale Videobild aufzunehmen, 


dann schreibt der Video Digitizer Chip der Win/TV Karte die Videoinformation 
im YUV 4:2:2 Format in einen Bereich des Speichers der Grafikkarte, der nicht 
von der unter Windows95 eingestellten Bildauflésung genutzt wird. Angenommen 
es sei eine Auflésung von 640 x 480, bei 16 Bit Farbtiefe eingestellt, dann wird 
dadurch ein Speicher von 640 x 480 x 2 Byte = 600 kbyte belegt. Hat die 
Grafikkarte 2MB (2048 kbyte) Grafikspeicher, dann bleibt ein restlicher Speicher 
von 2048 kbyte - 600 kbyte = 1448 kbyte iibrig. Dieser Bereich, den man auch 
Secondary Surface nennt, dient nun fiir die Aufnahme des digitalen Videobildes. 


Der VGA-Chip auf der Grafikkarte konvertiert nun die im 4:2:2 Format. vor- 
liegenden Daten in RGB Signale und projeziert sie ununterbrochen an die Stelle 
des VGA-Bildschirms, wo das Fenster mit dem bewegten Videobild erscheint 
(Direct Draw Overlay). 


2. Primary Surface Modus 


Wenn der Anzeigentreiber Ihrer Grafikkarte zwar Direct Draw unterstiitzt, der 
Chip auf der Grafikkarte aber kein Direct Draw Overlay unterstiitzt, dann kon- 
vertiert der Video Digitizer Chip auf der Win/TV Karte die Videoinformationen 
nsec 


D1-2 


Win/TVpci, primio und Radio Installations und Referenz Handbuch . 


vom YUV 4:2:2 Format selbst in RGB Signale (4, 8, 16 oder 24 Bit per Pixel) 
und schreibt Sie direkt in den Speicher der Grafikkarte an die Stelle, wo das 
Videofenster definiert ist, d.h. in den Speicherbereich, der von der unter Windows 
95 eingestellten Auflésung (z.B. 640 x 480, 16 Bit) belegt wird (Primary 
Surface). Es wird dadurch kein zusitzlicher Speicher belegt. Die Qualitat des 
Videobildes ist hierbei davon abhangig, welche Farbtiefe unter Windows eingestellt 
ist. Bei 256 Farben kann das Videobild nur in geringer Qualitat dargestellt wer- 
den, bei 16 Bit Farbtiefe (65535 Farben) entspricht das Bild der gewohnten 
Fernsehqualitat. 


Win/TVpdi, primio und Radio Installations und Referenz Handbuch 


Installation der Win/TV péi, 
Win/TVprimic und WinTV Radio 


Die Win/TV ist eine Plug & Play Karte designed fiir Windows 95. Sie funktion- 
iert nur unter Windows 95. Die Win/TV Karte funktioniert nicht unter Windows 
3.1/3.11 und wird auch nicht unter Windows 3.1/3.11 funktionieren. Plug & 


Play soll die Installation und Einrichtung von Systemkomponenten vereinfachen. 


Dieses Kapitel beschreibt, wie die Win/TV Karte installiert wird. 


Die einzelnen Komponenten der Win/TV Software 


Die mitgelieferte Software besteht im wesentlichen aus zwei verschiedenen 
Komponenten: 


|i 


Der WinCast/TV Treiber wird zur grundsatzlichen Funktion der Win/TV 
Karte benétigt. Er ist vergleichbar mit dem Anzeigentreiber fiir eine 
Grafikkarte. Alle anderen Anwendungsprogramme sprechen iiber diesen 
Treiber die Win/TV Karte an. Nach dem Einbau der Win/TV Karte 
erscheint beim Start von Windows die Meldung: “Neue 
Hardwarekomponente gefunden” und Sie werden zum Einlegen der Diskette 
oder CD mit dem WinCast/TV Treiber aufgefordert. Der WinCast/TV 
Treiber wird dann installiert und ist dann im Gerate-Manager unter “Audio, 


Video und Game Controller” aufgefiihrt. 
Die verschiedenen Applikationen (Anwendungsprogramme): 
- Win/TV Applikation (Fernsehprogramm) 


- WVTPlus (Videotext-Programm); nur fiir Win/TV pci und Win/TV 
Radio 


- Radio Applikation; nur fiir Win/TV Radio 


Die Win/TV Karte wird mit einem Kabel geliefert, dem Audiokabel, welch- 
es die Win/TV Karte mit der Soundkarte verbindet. 


Einbau der Win/TV Karte 


Bevor Sie mit der Installation beginnen, schalten Sie Ihren Computer aus und 


dffnen das Gehause. Da die Win/TV Karte, wie jedes elektronische Bauteil, 
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empfindlich auf statische Elektrizitat reagiert, sollten Sie sich statisch ent- 
laden, indem Sie das Gehause [hres Computers beriihren, bevor Sie die 
Karte aus der Antistatikhiille herausnehmen. 


es _ Aili! 


2. Stecken Sie die Win/TV Karte in einen freien PCI Steckplatz. Geeignet ist 
nur ein PCI Master Steckplatz. 


3. Verbinden Sie nun das Audiokabel mit der Win/TV Karte. Es hat an beiden 
Enden einen 3.5 mm Stereo Klinkenstecker. Der eine Stecker wird mit 
Audio-Ausgang J4 verbunden, der andere wird mit “Line In” der 
Soundkarte verbunden. 


4. Schalten Sie den Computer ein. Nachdem Windows 95 hochgefahren ist, 
erscheint die Meldung, daB eine neue Plug & Play Komponente gefunden 
wurde: 


Legen Sie die Win/TV CD ins Laufwerk und bestitigen Sie “Treiber auf 
Diskette des Hardware-Herstellers” mit OK. 
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Yon Diskette installieren 


= 


Geben Sie dann den Laufwerksbuchstaben fiir das CD ROM Laufwerk ein, 
also zum Beispiel d:\ und bestatigen Sie mit OK. Windows 95 wird dann 
den WinCast/TV Treiber installieren. Wenn Sie gefragt werden das System 
neu zu starten, klicken Sie auf OK. 


6. Installieren Sie die Win/TV Applikation. Folgend Sie dazu bitte den 
Anweisungen im Kapitel 2: Installation der Win/TV Applikation. 


Verbinden der Win/TV Karte mit der 
Soundkarte 


Der Audioausgang der Win/TV Karte sollte mit der Soundkarte verbunden 
werden, indem Sie das beiliegende Audiokabel verwenden: 


- ein Ende des Kabels verbinden Sie mit dem Audio-Ausgang (J4) der 
Win/TV Karte, 


- das andere Ende des Kabels verbinden Sie mit Line In der Soundkarte. 


Einstellen der Lautstarke 


Die Win/TV Applikation (das Programm zum Fernsehen) hat in der 
Werkzeugleiste Symbole um den Lautstarkepegel einzustellen. Bei Betatigung 
dieser Symbole wird auf das in Windows 95 implementierte Lautstarke- 
Einstellprogramm zugegriffen, welches die Pegel der Soundkarte kontrolliert. Um 
die aktuellen Werte zu iiberpriifen gehen Sie so vor: 


klicken Sie mit der RECHTEN Maustaste auf das Lautsprechersymbol unten 
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rechts vom Desktop und wahlen Sie aus dem Menu “Lautstarke”. Wenn der 
Schieberegler fiir “Line In” nicht zu sehen ist, wahlen Sie Optionen / 


Eigenschaften. Uberpriifen Sie den Pegel fiir “Line In”. 


Anschluss von Videorekorder oder 
Videokamera an die Win/TV Karte 


Die meisten Videokameras oder Videorekorder haben 2 Cinch-Ausginge (weib- 
lich). Um diese mit den entsprechenden Eingangen der Win/TV Karte zu 
verbinden, bendtigen Sie ein abgeschirmtes Kabel, das an beiden Enden Cinch- 
Stecker (mannlich) hat. 


-  Verbinden Sie den Video-Ausgang (gelb) der Videokamera mit dem Video- 
Eingang J3 (gelb) der Win/TV Karte. 


-  Verbinden Sie auBerdem den Audio-Ausgang der Videokamera mit Audio 
In J1) der Win/TV Karte. 


Wenn Sie einen Videorekorder mit Scart-Schnittstelle anschlieBen wollen, bendti- 
gen Sie ein Adapterkabel, das auf einer Seite einen Scartstecker (Video Out) hat 
und auf der anderen Seite Cinch-Stecker. Passende Kabel oder auch Kabel- 
Kombinations-Sets sind im Handel erhaltlich. Achten Sie auf die richtige 
Signalrichtung, es gibt Scartstecker, bei denen das Signal in den Videorekorder 
hineingeht (Video In) und solche, bei denen das Signal aus dem Videorekorder 
herausgeht (Video Out). Sie brauchen einen Scartstecker mit “Video Out”. 


Sie kénnen den Videorekorder auch iiber das Antennenkabel an den 


Tunereingang der Win/TV Karte anschlieBen. Stellen Sie den Videorekorder 
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dann auf PLAY (oder stellen Sie das Testbild ein) und scannen Sie im Menii 
Konfiguration/Kanal der Win/TV nochmal die Sender. Als Region wahlen Sie 
“Europa”. Der Kanal, auf dem der Videorekorder sendet, sollte dann gefunden 
werden. Notieren Sie sich diesen Kanal. Scannen Sie dann nocheinmal alle 
Sender (Region “Europa Kabel”) und fiigen Sie den Kanal des Videorekorders 
manuell ein (Kanalnummer und Region “Europa” eingeben). 
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Die Installation der Win/TV 
Applikation 


Legen Sie die Win/TV CD ins Laufwerk und geben Sie bei Start/Ausfiihren ein: 
d:\Setup, wobei d: der Laufwerksbuchstabe fiir Ihr CD ROM ist. 


WinCast/TY Installation 


Hauppauge Win/TV 


Bitte wahlen Sie die Sprache, in der Win/TY¥ installiert werden soll. 


© Englisch (USA) 

© Spanisch (Traditionelle Sortierung) 
© Franzésisch (Frankreich) 

© ltalienisch (Italien) 

© Niederlandisch (Holland) 

© Schwedisch 


Wahlen Sie dann die Sprache, in der die Win/TV Applikation installiert werden 
soll, und bestatigen Sie Ihre Auswahl mit “Weiter”. 


Folgen Sie nun den weiteren Anweisungen. Wenn die Installation schon bei ca. 
60% abgeschlossen sein sollte - kein Problem. Das ist kein Fehler. 


Der erste Start 


Im Startmenii wird im Verzeichnis Programme die Gruppe WinCast/TV 
angelegt. Sie starten die Win/TV Applikation durch Auswahl des WinTV3 
Programms. Beim ersten Start wird das folgende Fenster geéffnet: 
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Antworten Sie mit “Ja”, wenn jetzt nach Sendern gesucht werden soll. Vorher soll- 
ten Sie das Antennenkabel an die Win/TV Karte angeschlossen haben. Das 
Fenster zur Eiinstellung der Empfangsregion wird nun gedffnet: 


Videoformat: 
| Crence 
[France CATV 
Cl Australien 

CD Japan 

| [Japan Kabel 

| China 

RAI 


Wahlen Sie Ihre Empfangsregion, indem Sie das oder die gewiinschten 
Kontrollkastchen anklicken. Bei Kabelanschluss wahlen Sie “Europa Kabel”. Sie 
kénnen auch mehrere Regionen anwahlen. Den automatischen Sendersuchlauf 
starten Sie dann mit dem Button “Scannen”. 


Die Win/TV Applikation 


Die Funktionen der Win/TV Applikation im 
einzelnen 


Die Benutzung der Tastatur 
Die Tasten sind folgendermaBen belegt: 


Lauter = Bild auf 
Leiser = Bild runter 
Einen Kanal auf = Plus 
Einen Kanal ab = Minus 
Einzelbild drucken = Strg+P 

In die Zwischenablage kopieren = Strg+C 
Aus der Zwischenablage einfiigen = Strg+V 
Bild fotografieren = Strg+F 
Cursor in Meniizeile = F10 


Die Benutzung der Maus 


Die Maus ist das zentrale Eingabegerat der Win/TV. Mit ihr verandern Sie die 
GréBe des Win/TV-Fensters, offnen Meniis und nehmen Einstellungen in den 
einzelnen Dialogfenstern vor. Die linke Maustaste dient zur Auswahl und 
Bestatigung der Befehle und Schalter. 


Die Belegung der rechten Maustaste 


Wenn Sie die rechte Maustaste driicken, wahrend der Mauszeiger auf dem TV- 
Bild steht, werden die Titel-, Werkzeug- und Meniileiste aus- oder wieder 
eingeschaltet. Fiir beide Modi - mit und ohne Titelleiste - wird GréBe und Lage 
des Win/TV Fensters ab-gespeichert. Dadurch wird die Benutzung der Win/TV 
sehr praktisch. Bei einer Drei-Iasten-Maus ist die mittlere Taste nicht belegt. 


Die Werkzeugleiste 


Die Werkzeugleiste beinhaltet die haufig benétigten Funktionen. Per Mausklick auf 
das entsprechende Symbol kénnen Sie so auf diese zugreifen, ohne die Pull-Down- 
Meniis zu 6ffnen. 
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eat [ome 


Video 1 
anhalten Tuner 


Kanalwahl 
Mit den ersten drei Symbolen der Werkzeugleiste bedienen Sie den Tuner. Das 


erste Symbol - das Minuszeichen - wahlt den nachst niedrigeren Kanal. Das 
zweite Symbol 6ffnet das Kanalauswahlfenster. Das dritte Symbol - das 
Pluszeichen - wahlt den nachst hoheren Kanal. 


Ton 

Die folgenden drei Symbole erméglichen die Toneinstellung. Mit dem 
Abwartspfeil verringern Sie die Lautstarke wahrend der Aufwartspfeil die 
Lautstarke erhoht. Das mittlere Symbol schaltet den Ton aus bzw. ein. 
Fotografieren 

Die Kamera friert das gerade angezeigte Bild ein, welches sie dann mit 
“Datei/Speichern unter” als Grafik abspeichern kénnen. 

Videoquelle wahlien 

Die letzte Symbolgruppe bestimmt die Eingangsquelle. 

Mit dem Antennensymbol schalten Sie den Fernsehtuner ein. 


Mit “1” schalten Sie die Videoquelle ein, d.h. der gelbe Chinch Eingang an der 
Riickseite der Win/TV Karte wird aktiviert. 


Die Meniuleiste 


Datei Anzeige Optionen Konfiguration Hilfe 
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Das Menu Datei 


Die Befehle im Dateimenii erméglichen Ihnen, Bildschirmfotos in verschiedenen 
Grafikformaten zu speichern und zu drucken. Auch kénnen Sie mit “Kopieren” 
das aktuelle Bild in die Zwischenablage iibernehmen. 


Hauppauge Win/TY |. {OR x! 


Price Anzeige Optionen _Konfiguration Hilfe 


Speichern unter... 


Seite einrichten... 


Drucken Ctrl+P 
Druckereinrichtung... 


| Kopieren Ctrl+C 
Zwischenablage Einrichtung... 


Bilder speichern 


Sie kénnen ein Bild speichern, um es spater z.B. in Textverarbeitungen, 
Zeichenprogrammen oder DTP-Programmen weiterzuverarbeiten. Win/TV 
beherrscht die gingigen Dateiformate BMP, MMP, TIF, PCX, TGA, GIF und 
auch JPEG. Sie kénnen Bilder auch in Graustufen speichern. 


Fiir welches Format Sie sich entscheiden, hingt von der Software ab, mit der Sie 
das Bild weiterverarbeiten méchten. WordPerfekt beispielsweise unterstiitzt das 
Graustufenformat TIFF. Das TIFF-Format von Win/TV unterstiitzt die gangigen 
Softwareprodukte wie TEMPRA, CorelDRAW, Designer, Picture Publisher, 
Photo Styler, Halo, WinRIX, Paintbrush und viele andere. Im Zweifelsfalle 


miissen Sie ein wenig experimentieren, welches Format am besten geeignet ist. 


Vorgabe fiir den Speicherort ist das \WinTV3 Verzeichnis. Wenn Sie 
standardmaBig in ein anderes Verzeichnis speichern wollen, kénnen Sie unter 
Windows bei EIGENSCHAFTEN fiir das Win/TV Icon als Arbeitsverzeichnis 


ein anderes Verzeichnis angeben. 


Ausdrucken von Bildern 


Fotografieren Sie das zu druckende Bild ab, indem Sie auf das Kamerasymbol 
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klicken. Offnen Sie im Menii Datei das Dialogfenster Drucken. Das aktuelle Bild 
wird nun zum Drucker gesandt. Beachten Sie bitte, daB die Bildqualitat des 
Ausdrucks auch von der GréBe des Bildes abhangt, je gréBer das Bild desto bess- 
er die Qualitét. Ziehen Sie das Win/TV Fenster deshalb méglichst gro8, bevor 
Sie das Bild anhalten und drucken. 

Seite einrichten 


Mit “Seite einrichten” kénnen Sie die Randbreiten der Druckseite einstellen. 


Drucker einrichten 

Hier kénnen Sie Einstellungen, die Ihren Drucker betreffen, indern oder einen 
anderen Drucker auswahlen. 

In die Zwischenablage kopieren 


Uber die Zwischenablage kénnen Sie auf einfache Weise Bilder direkt in andere 
Windows-Applikationen iibernehmen. 


So kopieren Sie ein Bild in die Zwischenablage: 
1) Fotografieren Sie es mit dem Kamerasymbol. 
2) Wahlen Sie im Menii Datei den Befehl Kopieren. 


Jetzt kénnen Sie in eine andere Windows-Applikation wechseln und dort im Menii 
“Bearbeiten” den Befehl “Einfiigen” wahlen. 


Tip: Wenn Sie das Programm “Zwischenablage” im Ordner Zubehor starten, 
kénnen Sie in der Win/TV beim laufenden Bild die Tasten <Strg> <C> 
driicken und gleich das Ergebnis in der Z.wischenablage betrachten. 


Win/TV verlassen 


Zum Verlassen der Win/TV-Applikation wahlen Sie im Meni Datei den Befehl 
“Beenden”. Wenn die Option “Einstellungen speichern” eingeschaltet ist, werden 
alle Einstellungen die Sie wahrend einer Sitzung vorgenommen haben, gespe- 
ichert. 
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Das Menu Anzeige 


Hauppauge Win/T¥ ~ (OR x 


Eurdcatie Optionen Konfiguration Hilfe 


Video 1 


Kanal 
Clip 
Stop 


Ctrl+F 


Einstellungen... 


Im Menii Anzeige wahlen Sie die Signalquelle. Zur Wahl stehen: Tuner und 
Videoeingang |. Sie haben Zugriff auf die verschiedenen Kanile des Tuners. 


Wahl des Kanals aus dem Anzeigemenwu 


Kanal Auswahl 


1) Offnen Sie das Menii Anzeige. 
2) Klicken Sie auf Kanal, um das Kanalauswahlfenster zu 6ffnen. 


3) Wahlen Sie einen Kanal, indem Sie die entsprechende Kanalnummer 
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eingeben. Die Eingabe muf immer dreistellig sein, also 003 fiir Kanal 3. Sie kén- 


nen auch den gewiinschten Kanal in der Kanalliste anklicken. 


Einstellungen der Anzeige 


’ : 
i Einstellungen 


Im Fenster Anzeige/Einstellungen kénnen Sie getrennt fiir die beiden 
Anzeigemodi “Titelleiste” und “ohne Titelleiste” bestimmte Anzeigenelemente 
ein oder ausschalten. 


Im Modus “Titelleiste” ist die Meniizeile “Datei Anzeige Optionen ...” sichtbar, 
im Modus “ohne Titelleiste” dagegen nicht. Sie schalten zwischen beiden Modi 
hin und her, indem Sie innerhalb des TV-Bildes die RECHTE Maustaste driick- 
en. Wenn Sie Indikatoren ankreuzen, wird im TV-Bild der aktuelle Kanal einge- 
blendet. 


Wenn Sie Timed im Abschnitt Indikatoren ankreuzen, werden die Indikatoren 
nur fiir eine kurze Zeit nach dem Kanalwechsel eingeblendet. 


Im unteren Abschnitt der Dialogbox “Einstellungen” stellen Sie ein, wie die 
Win/TV Applikation sich verhalten soll, wenn Sie auf das Fernseher-Symbol in 
der Symbolleiste klicken. Wenn die Option 640x480 oder 800x600 angewahlk ist, 
wird auf die jeweilige Auflésung heruntergeschaltet, wenn Sie auf Vollbild schal- 
ten. Dadurch kénnen Sie unter Windows mit einer héheren Auflésung arbeiten, 
z.B. 1024x768 und kénnen trotzdem im Vollbild fernsehen. 
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Das Menu Optionen 


Hier wahlen Sie, ob die Win/TV immer im Vordergrund eingeblendet wird, ob 
das Seitenverhiltnis fixiert ist, ob die Meniizeile eingeblendet wird und ob die 
Einstellungen beim Beenden der Software gespeichert werden. 


Hauppauge Win/TY¥ Si] Ed 


Datei Anzeige Biluauncum Konfiguration Hilfe 


immer im Vordergrund 
v 4:3 Seitenverhaltnib 
Stumm 
Ohne Titelleiste 
v Einstellungen speichern 
T¥ Mode 


immer im Vordergrund 
Mit dieser Option besteht die Méglichkeit das Win/TV-Fenster in den 


Vordergrund zu schalten, wahrend Sie mit einer anderen Applikation arbeiten. 
4:3 Seitenverhaltnis 

Diese Option setzt das Seitenverhiltnis auf 4:3. Das entspricht dem gangigen 
Fernsehformat. 


Stumm 
Mit Stumm schalten Sie die Audio-Ausgabe ab. 


Ohne Titelleiste 
Der Befehl “Ohne Titelleiste” schaltet die Titelleiste aus, so daB das Videofenster 


nur noch mit einfachem Rahmen zu sehen ist. Sie schalten die Titelleiste wieder 


ein, indem Sie auf dem Videofenster die RECHTE Maustaste driicken. 


Einstellungen speichern 


Ist diese Option eingeschaltet, werden samtliche Anderungen beim Beenden von 


Win/TV gespeichert. 
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TV Mode 


Schaltet Win/TV in den Vollbildmodus. Die Titelleiste wird mit einem Klick der 


RECHTEN Maustaste wieder eingeschaltet. 


Das Menu Konfiguration 


In diesem Menii konfigurieren Sie den Ton, die Farbe, sowie Kanaleinstellungen. 


Hauppauge Win/T¥ - |ORX 


Datei Anzeige Optionen Baunmocium Hilfe 


ie) Eno 
Audio ID... 
Farbe... 


Kanal... 


Konfiguration/Ton 


Audio Konfiguration 


| Adjust Audio Optionen 


© Dual Source Mono 
© Single Source Stereo 
OStumm 

(Auto Stumm 
CiLeudaess 


Tuner Audio 
mor OSteree OSAP 


| Abbrechen 


Mixer ID List 


Lautstar 


| Standard 


Mit dem Schieberegler im Fenster “Audio Konfiguration” kénnen Sie die 
Lautstarke auf Ihre Bediirfnisse abstimmen. Wenn Sie den Stereoknopf nicht 
aktivieren kénnen, dann deshalb, weil die Win/TV Karte nur Mono unterstiitzt. 


Wenn das Lautsprechersymbol in der Werkzeugleiste nicht aktiviert werden kann, 
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iiberpriifen Sie hier die Einstellung fiir “Auto Stumm”. 
Wenn Sie die Lautstirke vom Win/TV Programm aus nicht verandern kénnen, 
dann iiberpriifen Sie bitte die Einstellung bei “Mixer ID List”. 


Konfiguration/Farbe 


In der Dialogbox “Farbeinstellung” kénnen Sie Helligkeit, Farbsattigung, Kontrast 
und Intensitat der Anzeige einstellen. 


Sollten Sie auf die Standardeinstellung zuriickgreifen wollen, so klicken Sie ein- 
fach auf den Button “Standard”. 


Farbeinstellungen 


Helligkeit a a — 128 


Sattigung 


Kontrast 
Intensitat 


Empfangsregion: [Europa Kabel |i 
Videoformat: PAL (BGHI) | 
+) Feinjustage: 


[Scanmen.. | [_Einttioon J [_Léschen J[__ ox _ | 


Scannen - Automatischer Sendersuchlauf 


Bevor Sie den automatischen Sendersuchlauf starten, ist es wichtig, das richtige 
Videoformat einzustellen. 
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In Deutschland wird das Videoformat PAL (BGHI) benutzt. 


Klicken Sie dann auf “Scannen”. Die folgende Dialogbox wird geéffnet: 


ET usa 
CJ US Kabel 
ee 


CJ uK CATV 
Videoformat: 2 France 
PAL (BGHI) |# a co 


O Japan Kabel 
Cae 


Wahlen Sie Ihre Empfangsregion, indem Sie das oder die gewiinschten 
Kontrollkastchen anklicken. Den automatischen Sendersuchlauf starten Sie dann 
mit dem Button “Scannen”. 


Kanal Einfigen 


Wahlen Sie “Einfiigen”, um einen Kanal manuell hinzuzufiigen. Geben Sie die 
gewiinschten Werte in die Felder Name, Quelle, Nummer, Empfangsregion und 
Videoformat ein. Mit dem Schieberegler “Feinjustage” kénnen Sie den Kanal auf 
optimalen Empfang einstellen. 


Kanal léschen 


Um einen Kanal zu léschen, markieren Sie ihn in der Kanalauswahlliste und 
klicken dann auf “Léschen”. 


Das Menu Hilfe 


Das Hilfemenii gibt Ihnen iiber “Inhalt” bzw. “Suche” detaillierte Auskunft iiber 
die Bedienung der Win/TV-Applikation sowie tiber “INFO” Auskunft iiber 


Systemparameter und die aktuelle Versionsnummer der Software. 
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Die Datei PCVideo.ini 


In der Datei PCVIDEO.INI, die sich im Windows-Verzeichnis befindet, werden 
simtliche Einstellungen der Win/TV Software gespeichert. U.A. auch die 
Bezeichnungen der Sender, die Sie bei Konfiguration / Kanal eingegeben haben. 
Sie konnen sich von dieser Datei eine Sicherheitskopie (PCVIDEO.BAK) anle- 


gen oder sich die Datei mit einem Editor anschauen. 
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Das Win/TV Capture Programm 


Uberblick uber das Aufnehmen von Videoclips 


Mit Win/TV Capture Sie kénnen Videosequenzen aufnehmen und im AVI- 
Format (Audio/Video Interleaved) auf die Festplatte speichern. Diese AVI- 
Dateien kénnen Sie nachtraglich editieren, Sequenzen neu zusammenschneiden 
und Ubergangseffekte einblenden. Dazu bendtigen Sie ein Programm wie z.B. 
Media Studio Video Edition von Ulead oder Premiere von Adobe (nicht im 
Lieferumfang enthalten). Nach dem Editieren des Videos komprimieren Sie es fiir 
das gewiinschte Abspielmedium. Wenn Sie beispielsweise eine Multimedia-CD- 
ROM erstellen wollen, kénnen Sie das Video mit Intel’s Indeo oder Supermac’s 
Cinepak komprimieren. 


Benutzung des Win/TV-Capture 


Das Win/TV-Capture Programm ist ein leicht zu bedienendes Programm, womit 
Sie das Video live betrachten, Videos im AVI Format auf die Festplatte speichern, 
und die gespeicherten Videos wieder abspielen kénnen. 


Aufnahme 


Live Bild Wiedergabe 


FA\wvin/TY AVI Capture - Capture 1 


ae ed) (eld Mee} [= (2 


— 
=, Capture 1 
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Um die BildgréBe einzustellen klicken Sie auf Options/Videoformat: 


Um die Zahl der aufgezeichneten Bilder pro Sekunde einzustellen klicken Sie auf 
Capture/CaptureSetup. 


Nachdem Sie das Videoformat, die Anzahl der Bilder pro Sekunde und eventuell 
den Dateinamen fiir die AVI-Datei neu eingestellt haben (File/Set CaptureFile), 
starten Sie die Aufzeichnung des Videos, indem Sie auf das Aufnahme-Symbol 
_ klicken. 


Aufzeichnen des Tons mit Win/TV-Capture 


Sie kénnen beim Aufzeichnen des AVI-Clips nur dann einen Ton aufnehmen, 
wenn Sie eine Soundkarte besitzen. Verbinden Sie den Audio-Ausgang der 
Win/TV iiber das beiliegende Adapterkabel mit dem Line-In Anschlu8 der 


SSS 
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Soundkarte. Wenn trotzdem kein Ton aufgezeichnet wird, kann es daran liegen, 
da bei der Soundkarte standardmaBig der Mikrofoneingang - und nicht “Line 
In” - als Aufnahmegerat eingestellt ist. Um dies zu andern: 


1. Doppelklicken Sie auf das Lautsprechersymbol unten rechts in der Taskleiste. 

2. Wahlen Sie das Menii Optionen / Eigenschaften. 

3. Unter “Lautstarke regeln fiir” markieren Sie “- Aufnahme”. 

4. Nun werden die Regler fiir die Aufnahmegerate angezeigt. Markieren Sie bei 
“Line In” das Kastchen bei Auswahlen. 

Wie Sie ein Bild aus einem Video Clip herausschneiden 
- Starten Sie die Medienwiedergabe von Windows 95. 

- Offnen Sie den vorher aufgezeichneten VideoClip (Default: c:\capture.avi). 

- Mit den Cursortasten wahlen Sie das entsprechende Bild. 

- Driicken Sie die Tasten <Alt> <Druck> um das Bild in die Zwischenablage 


zu kopieren. 


- Starten Sie Paint und wahlen Sie den Befehl Bearbeiten / Einfiigen. 
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Die Videotextsoftware VTPlus fir 
Win/TV 


(Nur fur Win/TVpci und Win/TV Radio) 
Mit dem Programm VTPlus fiir Win/TV kénnen Sie das Videotextangebot, das 


manche Sender ausstrahlen, auf professionelle Weise nutzen. Sie kénnen die 
Videotextseiten nicht nur betrachten, sondern auch abspeichern oder drucken, 
oder die darin enthaltenen Informationen exportieren, um sie anderen Windows- 


Applikationen zuganglich zu machen. 


Die Installation von VTPlus fur Win/TV 


Wenn Ihre Win/TV Karte eine Videotext-Option besitzt, wird beim Start des 
Setup Programms auf der CD automatisch das Programm VTPlus fiir Win/TV 


installiert. Im Verlauf der Installation werden Sie auf dieses Fenster stoBen: 


Klicken Sie auf OK. 
Das Programm wird standardmaig im Verzeichnis C:\ VIPLUS installiert und 
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die Programmgruppe “VT Plus fiir Win/TV” angelegt. Sie starten das Programm 
mit einem Doppelklick auf das VT Plus fiir Win/TV-Icon. 


407 Pius far Win TV VTPlus fiir Win_TV 
: | ieee 2 Seen 2.5 Hilfe 


VTPlus fiir Win/TV Werkzeugleiste 


Seite Bearbeiten Fenster Anzeigen Optionen Hilfe 
San dedi Ca ae 
| | | } } 


8. Uhrzeit } Datum setzen 
| 7. tffnet Toptextfenster 

6. Senderwechsel 

> 9-5, zéigt versteckten Text 

4. vorherige / nachste Unterseite 

3. vorherige / nachste Seite 

2. Script ausfiihren 

1. Empfangsanzeige 


1. Empfangsanzeige - wenn diese rot ist, sind noch nicht alle Seiten, die VI'Plus 
beim Videotextdecoderchip angefordert hat, empfangen worden. 


2. Script - entspricht dem Meniibefehl Optionen/Script. Dient auch zum 
Abbrechen eines Scripts. 


Anfordern der vorhergehenden bzw. nachsten Seite. 
Anfordern der vorhergehenden bzw. nachsten Unterseite. 
Antworttaste - zeigt versteckten Text, z.B. in Quizs. 


Senderwechsel. 


SY coh Se 


Zeigt das Toptextfenster an. 


CC SEEESSS'S:’'’::~—~-=— TI, 
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8. Systemuhr stellen. Stellt die Uhr Ihres PCs nach der Videotextzeit. 


Auswahl der Sender 


Wenn Sie VTPlus fiir Win/TV zum ersten Mal starten, miissen Sie festlegen, 
welche der Sender, die von der Win/TV-Applikation  eingerichtet worden sind, 


von VTPlus fiir Win/TV genutzt werden sollen. 
Wahlen Sie dazu im Menii Optionen den Befehl Senderwechsel. 


sender wechseln 


2 $82. 2DF 
3 S02 N3 
8 Sh SSAT 


9 S68 SAT.1 
15 S$14_ CNN 
25 $16. RTL 2 


Sie sehen nun die Liste der momentan von VTPlus fir Win/TV verwendeten 
Sender. Um einen Sender hinzuzufiigen, klicken Sie auf Einrichten. Wenn Sie 
nun in der Kanalauswahlliste auf einen der Sender doppelklicken, erscheint hinter 
der Senderbezeichnung ein X und dieser Sender ist nun fir VTPlus fiir Win/TV 
verfiigbar. Hier kénnen Sie auch eine andere als die vorgeschlagene 


Senderkennung eingeben, z.B. ARD_ statt S02_. 


Empfangen einer bestimmten Videotextseite 
Um eine Seite zu empfangen wahlen Sie im Menii Seite den Befehl Anlegen 
und Empfangen. Geben Sie die gewiinschte Seitennummer ein und klicken Sie 


auf OK. 


Quickselect 


Viele Videotextseiten haben Verweise auf andere Seiten. Wenn Sie mit der Maus 
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auf eine Seitennummer innerhalb der Videotextseite doppelklicken, wird ein neues 
Fenster geéffnet und die gewiinschte Seite angezeigt. 


Wenn Sie beim Doppelklicken mit der linken Maustaste gleichzeitig die Shift-Taste 


driicken, wird kein neues Fenster geéffnet, sondern die neu Seite im selben Fenster 
angezeigt. 


Sehr praktisch ist das Arbeiten mit zwei Fenstern: Ein Fenster dient als 
Inhaltsverzeichnis und Bezug fiir die Anwahl, das zweite Fenster dient zur 
Anzeige der angeforderten Seiten. Aktivieren Sie das Anzeigefenster und klicken 
Sie mit der RECHTEN Maustaste auf die Seitenzahlen im Bezugsfenster 
(Inhaltsverzeichnis). Die gewiinschten Seiten werden im Anzeigefenster 
dargestellt, wahrend das Bezugsfenster mit dem Inhaltsverzeichnis erhalten bleibt. 


Mit Quickselect kénnen auch mehrere Seiten auf einmal angefordert werden. 
Markieren Sie dazu die Seitenzahl der ersten Seite, die empfangen werden soll, 
mit einem einfachen Mausklick und fiihren Sie einen Doppelklick auf die letzte 
Seitenzahl aus. Alle Seiten von der ersten bis zur letzten angewahlten Seite wer- 
den empfangen und dargestellt. Der Abstand der Seitenzahlen darf nicht gréBer 
als 11 sein. Beim Mehrfachempfang werden zwangslaufig neue Fenster angelegt. 
Beispiel: Nachrichten von Seite 112-1 15 werden gelesen mit einem einfachen 


Mausklick auf “112” und einem Doppelklick auf “1 15”. 


Die mdglichen Betriebsarten von VTPlus fur 
Win/TV 
1. Mehrfachsenderbetrieb 


Dieser Modus erlaubt VTPlus fiir Win/TV, Videotextseiten von verschiedenen 
Sendern simultan zu empfangen. Den Mehrfach-senderbetrieb aktivieren Sie im 
Meni Optionen/Einstellungen. Um eine Seite zu empfangen wahlen Sie 


Seite/Anlegen und empfangen. Sie kénnen nun Seitennummer und Sender 
einstellen. 


2. Mit aktivem Hintergrundspeicher 


In diesem Modus legt VTPlus fiir Win/TV eine Datei an, in der alle 
Videotextseiten des eingestellten Senders nach und nach abgespeichert werden. 
Diese Datei wird standig aktualisiert, wenn sich Videotextseiten andern. Nach 
einiger Empfangszeit sind alle Videotextseiten des Senders sofort auf Mausklick 
verfiigbar. Den Hintergrundspeicher aktiviern Sie 
Optionen/Einstellungen. 


im Meni 


erase 


: 
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Wenn Sie den Sender wechseln, wird die Dialogbox “aktuellen Vorausempfang 
speichern’ gedffnet. Geben Sie als Dateinamen die Senderbezeichnung des eben 
empfangenen Senders ein z.B.: ARD.VTC. Danach wird die Dialogbox 
“Vorausempfang fiir neuen Sender laden?” geéffnet. Falls fiir den neuen Sender 
eine Vorausempfangs-Datei existiert, geben Sie hier den entsprechenden 
Dateinamen an. 

Wenn Mehrfachsenderbetrieb eingeschaltet ist, wird kein Hintergrundspeicher 
angelegt und die Einstellung bei Hintergrundspeicher aktiviert yom 
Programm ignoriert. 


Einstellungen 


130-3] 


Fiir die Funktion des Hintergrundspeichers ist es wichtig, daB bei Vorausempfang 
entweder “Einzelseiten” oder “Mehrfachseiten” aktiviert ist: 


Einstellungen 


Vorausempfang 
IX! Einzelseiten [~ Mehsfachseiten 
) Unterseiten zusammenhangend 
() Aktualisieren bei Yollstandigkeit 
) Speichern beim Senderwechsel 


Aufbau Seitentabelle- [eo ls 
Warten auf Seite: 30 s 


ee 
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Speichern und Drucken von Videotextseiten 


Eingelesene Seiten, die auf dem Bildschirm angezeigt werden, kénnen Sie auf 
Festplatte speichern. Wahlen Sie dazu im Menii Seite den Befehl Speichern. Im 
angezeigten Dialogfenster konnen Sie Name und Verzeichnis der Datei angeben. 
Das Speichern erfolgt im VTPlus fir Win/TV-Seitenformat; Sie sollten als 
Dateiendung *.vtp (Video Text Page) verwenden. 


Gespeicherte Seiten kénnen jederzeit mit dem Befehl Laden im Menii Seite 
wieder angezeigt werden. Die Seite wird dann im aktiven Fenster dargestellt. 
Wollen Sie, da fiir die zu ladende Seite ein neues Fenster gedffnet wird, dann 
wihlen Sie den Befehl Offnen und Laden im Menii Seite. 


Um die aktive Seite zu drucken wahlen Sie im Meni Seite den Befehl 
Drucken. 


Export von Videotextinformationen in andere 
Applikationen 


Im Menii Bearbeiten haben Sie die Méglichkeit, Videotextseiten in die 
Zwischenablage von Windows zu kopieren oder in eine Datei zu exportieren. 


Kopieren in die Zwischenablage 


Aktivieren Sie die gewiinschte Seite mit einem Mausklick und wahlen Sie 
Bearbeiten/Kopieren. In der angezeigten Dialogbox kénnen Sie festlegen, 
welche der zur aktiven Seite gehdrenden Unterseiten kopiert werden sollen. 
Klicken Sie auf OK. Offnen Sie nun das Programm zur Weiterverarbeitung der 
Videotextdaten, z.B. eine Textverarbeitung, und wahlen Sie dort 
Bearbeiten/Einfiigen. Der Inhalt der Videotextseiten wird in das Dokument einge- 
fiigt. Wahlen Sie als Schriftart in der Textverarbeitung keine Proportionalschnift, 
sondern eine Schriftart mit festem Abstand, um zu verhindern, daB sich die 
Spalten der Videotextseite verschieben. 


Sie kénnen nicht nur ganze Seiten iiber die Zwischenablage austauschen, sondern 
auch Bereiche innerhalb einer Seite, indem Sie den Bereich mit dem Mauszeiger 
markieren und dann Bearbeiten / Kopieren wahlen. 


Exportieren in eine Datei 


Aktivieren Sie die gewiinschte Seite mit einem Mausklick und wahlen Sie 
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Bearbeiten/Exportieren. In der angezeigten Dialogbox kénnen Sie festlegen, 

welche der zur aktiven Seite gehérenden Unterseiten exportiert werden sollen. Sie 
kénnen auBerdem zwischen den Ausgabeformaten Text, Schwarzwei®-Grafik und 
Farb-grafik wahlen. Klicken Sie auf OK. In der darauf folgenden Dialogbox legen 
Sie Dateiname und Verzeichnis fest. Nachdem Sie Ihre Eingaben mit OK 


bestatigt haben werden die Videotextseiten abgespeichert. 


Dynamischer Datenaustausch (DDE) 


DDE-Verkniipfungen kénnen zwischen Videotextseiten und jeder DDE-fahigen 
Windows-Applikation hergestellt werden. Zu diesen Programmen gehort z.B. 
EXCEL von Microsoft.Um eine DDE-Verkniipfung herzustellen, markieren Sie 


zuerst den Bereich, der Sie interessiert, innnerhalb einer Videotextseite mit der 
Maus. Wahlen Sie im Menii Bearbeiten den Befehl Kopieren. 


S01 442 
Mo 29.05.95 


1,3855/60  1,3875/780 
1,3768/73 1,3975785 
Kilo 999,9 fein .. 17 180 17 760 


Feinunze 31,1035 9 385,80 385,60 
Bevisen >> 443 


Wechseln Sie dann zu der DDE-unterstiitzenden Windows-Applikation, z.B. 
Microsoft EXCEL und wiahlen Sie dort Bearbeiten/Inhalte Einfigen. 
Bestatigen Sie mit Verkniipfung einfiigen. Die DDE-Verkniipfung ist nun 
hergestellt. Wenn sich die Daten im markierten Bereich der Videotextseite andern, 
werden Sie automatisch in der Excel Tabelle aktualisiert. Sie kénnen auch DDE- 


Verkniipfungen mit mehreren Videotextseiten erstellen. 
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Toptext 


Toptext ist ein Verfahren, das Ihnen erleichtern soll, das Videotext-angebot eines 


Senders zu iiberschauen. 


= YTPlus Toptext 


Empfangsfenster 


©. aktuell Lwitte_| 
@ nev aniesen (lL 


Das Toptextfenster kénnen Sie dauernd offen lassen oder zwischendurch 
schlieBen. In zwei Feldern werden Ihnen die Toptexttitel angezeigt: links die der 
Blockseiten, rechts die der zum gewahlten Block gehérenden Gruppenseiten und 
Normalseiten mit Text. Letztere sind entsprechend ihrer Unterordnung eingeriickt. 


Mit einem Doppelklick auf eine der Bezeichnungen wird die entsprechende Seite 
empfangen. 


Verwendung von Scripts 


Mit Scripts kénnen Sie wiederkehrende Vorgange, wie z. B. eine bestimmte Seite 
empfangen und speichern, in einer Art Batchdatei zusammenfassen. Das folgende 
Script speichert die Frankfurter Borse vom Sender ARD auf die Festplatte: 
VTPlus Script 
set Multichannel=No 
TVStation ARD_ 


; muss in der ersten Zeile stehen 

; schaltet den Mehrfachsenderbetrieb aus 

; schaltet auf den Sender mit der 

; Kennung ARD_ um 
; empfangt vom aktuellen Sender Seite 423 
export 423 file=c:\vtplus\#M_#D_#Y.txt filter=c:\vtplus\ARD_423.vif 


Die letzte Zeile speichert Seite 423 und alle Unterseiten von 423 nach Datei 


get 423 
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#M_#D_#Y txt. 
fiir #M wird bei Ausfiihrung die Zahl des Monats eingesetzt (Month) 


fiir #D wird bei Ausfithrung die Zahl des Tages eingesetzt (Day) 


fiir #Y wird bei Ausfiihrung die Zahl des Jahres eingesetzt (Year) 


z.B. wird so am 24. Februar 1996 die Datei “02_24 96.txt” erstellt. 
Wichtig ist, da& Sie vorher mit OPTIONEN/Senderwechsel/Einrichten fir 
den Sender ARD, die Kennung ARD_ eingeben. 
Wie Sie mit dem VTPlus-Filtereditor den Filter ARD_423.VTF erstellen, lesen 
Sie in der ausfiihrlichen Online-Hilfe von VT Plus nach. 
Nun ein Script im Mehrfachsenderbetrieb programmiert (der Befehl TVStation 
wird nicht gebraucht): 
VTPlus Script 
set Multichannel= Yes 
get ARD_423 
get 3SAT151 
Export ARD_423 File=c:\vtplus\#M_#D_#Y.txt 
Export 3SAT151 File=c:\vtplus\Kurse3S\#M_#D_#Y.txt 


ExitWindows sbeendet windows 


Sie kénnen ein Script beim Aufruf von VTPlus automatisch ausfiihren lassen, 
indem Sie den Dateinamen des Scripts als Parameter hinter VTPLUS angeben. 


Tragen Sie unter Datei/Eigenschaften ein: 
C:\VTPLUS\VTPLUS.EXE /sC:\VTPLUS\Kurse.vts 


In der Hilfe von VTPlus erhalten Sie weitere Informationen und Erklarungen zu 
den vielfaltigen Méglichkeiten des Programms. 


;schaltet den Mehrfachsenderbetrieb ein 
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Die Win/TV Radio Applikation 


Mit dem Modell Win/TV Radio kénnen Sie nicht nur fernsehen, sondern auch 
Radio héren, und zwar nur UKW Sender, keine Mittel- oder Langwelle. 


Die Win/TV Radio hat zwei Antenneneingange an der Riickseite: 


FM 
(-) Radio Antenne UKW 


TV 
(e) Fernseh Antenne 


An den Eingang fiir die Radio Antenne kénnen Sie eine Zimmer- oder Haus- 
antenne anschlieBen, oder - wenn Sie Kabelanschlu8 haben - den Radioausgang 
der Antennendose in der Wand. 


Die Benutzung der Radio Applikation 


Das Radioprogramm starten Sie, indem Sie unter Start / Programme / 


WinCastTV das Programm WinRadio auswahlen. 


Die Bedeutung der Schaltflachen 
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Volume: Einstellen der Lautstarke. 

Tune: Finetuning des eingestellten Senders. 

Seek: Sucht nach dem nichsten Sender. 

Mem: Driicken Sie zuerst auf die Schaltflache Mem und dann auf eine der 


Stationsspeichertasten (1-10), um den aktuell eingestellten Sender einer 
Stationsspeichertaste zuzuordnen. 


Mute: Schaltet den Ton aus. 

Mono: Erzwingt Mono-Empfang. 

Scan: Sucht standig nach neuen Sendern, bis Sie wieder auf Stop driicken. 
Min: Minimiert das Win/TV Radio Fenster. 

CD: Startet den CD-Player, um eine Audio-CD im CD-ROM Laufwerk 


abzuspielen. 
TV: Beendet das Radio-Programm und startet die Win/TV Applikation. 
OFF: Beendet das Radio-Programm. 


1 bis 10: Stationspeichertasten 


Stationsspeichertasten belegen 

Um eine Stationsspeichertaste mit einem Sender zu belegen, gehen Sie so vor: 
1. Stellen Sie mit Seek den gewiinschten Sender ein. 

2. Klicken Sie auf die Schaltflache Mem. 


3. Klicken Sie auf die gewiinschte Stationsspeichertaste (1-10). 


Belegung der rechten Maustaste 


Wenn Sie die RECHTE Maustaste irgendwo auf dem Win/TV Radio Fenster 
driicken, 6ffnet sich ein Pop-Up Menii: 


Wia/TVpdi, primio und Radio Installations und Referenz Handbuch 


Scan Mode / Presets: Wenn Presets angewahlt ist, werden nur die auf den 
Stationsspeichertasten gespeicherten Sender in einer Schleife durchlaufen, 
wenn Sie die Schaltflache Scan driicken. 


Scan Mode / All: Wenn All angewahlt ist, werden alle Sender in einer 
Schleife durchlaufen, wenn Sie die Schaltflache Scan driicken. 


Frequencies: Eine Liste mit den auf den Stationsspeichertasten gespeicherten 
Frequenzen wird angezeigt. 


Tool Tips: Kurzhilfe ein/ausschalten. 


Minimize: Minimiert das Win/TV Radio Fenster. 
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Bei Problemen 


Wichtiger Hinweis far Benutzer von Grafikkarten mit S3 
Vision 868 oder 968 Chip 


Bei Grafikkarten mit S3 Vision 968 oder 868 Chip z.B. Diamond Stealth 64 
(VRAM), ELSA Winner 1000 ProX, ELSA Winner 2000AVI, miro video 
20SV, miro video 40SV, Hercules Terminator (VRAM), kann es in Verbindung 
mit der Win/TV Karte zu Systemabstiirzen kommen, kurz nachdem die Win/TV 
Applikation gestartet wurde. Dieses Problem wird durch einen unsichtbaren 
Speicherkonflikt zwischen S3 Vision 868 bzw. 968 Chip und der Win/TV Karte 
verursacht. Obwohl die Speicherbereiche der Win/TV Karte und Grafikkarte sich 
NICHT iiberschneiden, kann ein Konflikt vorliegen, denn der S3 Vision 868 
bzw. 968 Chip braucht tatsachlich einen gréReren Speicherbereich als im Gerate- 
Manager eingetragen ist. Beachten Sie bitte, daB nur beim S3 Vision 868 oder 
968 Chip dieser Speicherkonflikt auftreten kann; haben Sie eine Grafikkarte mit 
einem anderen S3 Chip, z.B. S3 Trio 64 oder S3 Virge, dann brauchen Sie hier 
nicht weiterzulesen. Um sich die Speicherbereiche anzuschauen gehen Sie so vor: 
- Offnen Sie den Gerate-Manager (Symbol "System" in der Systemsteuerung). 

- Doppelklicken Sie auf das Computer-Symbol im Gerate-Manager. 

- Bei "Eigenschaften fiir Computer" wahlen Sie "Speicher". 

- Bewegen Sie sich in der Liste der Speicherbereiche nach unten. 


Das kann z.B so aussehen: 
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© Interrupt (IRQ) © DMA 
© Ein/Ausgabe(E/A) = © G 


OOOE 8000 - OOOFFFFF Systemplatinenerweiterung fiir PnP-BIOS 
= 00100000 - OO7FFFFF Systemplatinenerweiterung fiir PnP-BIOS 
OOFEOO00 - OOFFFFFF Fiir die Nutzung durch Gerate nicht verfugb; 
FOOO0000-FIFFFFFF WINNER 20004¥I 

Mid F2000000 - F2000FFF Hauppauge WinCast/T¥ 

|, FFFCOOOQ - FFFFFFFF Systemplatinenerweiterung fur PnP-BIOS 


cence HOA TT 


| [/Abbrechen | 


In diesem Beispiel liegt die Endadresse der Grafikkarte (-F 1 FFFFFF) 
zahlenmaBig direkt vor der Anfangsadresse (F2000000-) der Win/TV Karte. 
Deshalb wird es wahrscheinlich zu Systemabstiirzen kommen. Merke: der 
Abstand zwischen den Speicherbereichen sollte wenigstens hex 04000000 betra- 
gen. 


Um den Konflikt zu beheben, miissen Sie die Speicheradressen der Win/TV 


Karte manuell andern: 

- Klicken Sie auf OK, um wieder zum Gerate-Manager zu gelangen. 
-  Doppelklicken Sie auf "Audio, Video und Game Controller". 

-  Doppelklicken Sie auf "Hauppauge WinCast/TV". 

- Wahlen Sie die Registerkarte Ressourcen. 

-  Deaktivieren Sie "Automatisch einstellen". 

- Markieren Sie "Speicherbereich". 

- Klicken Sie auf "Einstellung andern". 

- _ Erhéhen Sie die zweite Ziffer von links jeweils um 4. 


Benutzen Sie dazu die Tastatur. Wenn der Adressbereich z.B. vorher F2000000 - 
F2000FFF war, dann wird daraus F6000000 - F6000FFF. Klicken Sie auf OK. 


oe NS 
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Bei der Frage "Sie haben bestimmte Ressourceneinstellungen manuell geandert... 
Machten Sie fortfahren?" antworten Sie mit Ja. Windows muf danach neu ges- 


tartet werden. 


Einstellung basiert auf: [Basiskonfiguration 0000 El] 
[i anatich eten 


Die Zahlen sind nur Beispiele. In Ihrem System kénnen die Werte davon abwe- 
ichen. Wichtig ist nur, daB hinter dem Speicherbereich der Grafikkarte ein 
Speicherbereich der GréBe 04000000 hex freibleibt. Wenn hinter der Grafikkarte 
kein Platz mehr ist, legen Sie den Speicherbereich der Win/TV Karte vor die 
Grafikkarte, z.B. nach E0000000-EQ000FFF. 


Falls der Computer abstiirtzt, direkt nachdem Sie den Speicherbereich geindert 
haben, gehen Sie so vor: 

- Installieren Sie den Standardgrafikkarten-Treiber (VGA) von Windows 95 

- Andern Sie den Speicherbereich der Win/TV Karte 

- Installieren Sie dann wieder den original Treiber fiir die Grafikkarte. 


Benutzen Sie hexadezimale Arithmetik: 
dezimal 10 = A, dezimal 11 = B, dezimal 12 = C, dezimal 13 = hex D, dezi- 


mal 14 = E, dezimal 15 = F 


Kontrolle des Hauppauge WinCast/TV Treibers im 
Geratemanager 

Viele Fehler werden durch eine falsche Einrichtung des WinCast/TV Treibers im 
Gerate-Manager verursacht. Kontrollieren Sie deshalb unbedingt die richtige 
Konfiguration des Treibers im Gerate-Manager. 


Offnen Sie den Gerate-Manager (Symbol "System" in der Systemsteuerung). 
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— 


igenschaften fur System |? | x 
| 

: een a are — 

| fe i | Geréte-Manager [Ha Leistungsmerkmale } = - 


© Modelle nach Typ anzeigen © Modelle nach AnschluB anzeigen 


rdwareprofile 


Computer 
FA Anschliisse (COM und LPT) 


cs Audio-, Video- und Game-Controller 

: hoon Hauppauge Winlast/TY | 
| ce i] Bildschirm | 
|| | gf CD-ROM 


Ist in der Kategorie "Audio, Video und Game Controller" der Eintrag 
"Hauppauge WinCast/T V" vorhanden ? 


Wenn nein, dann lesen Sie den Abschnitt "Der Hauppauge WinCast/TV Treiber 


ist nicht im Gerdte-Manager eingetragen". 


Wenn ja, dann doppelklicken Sie auf "Hauppauge WinCast/TV" und wahlen die 
Registerkarte Ressourcen. Es muf genau | Interrupt und | Speicherbereich zuge- 


ordnet sein. Wenn kein Interrupt oder Speicherbereich zugeordnet ist, kann das 
mehrere Ursachen haben: 


a. Es ist kein freier Interrupt mehr verfiigbar, weil alle Interrupts von anderen 
Geraten benutzt werden. 


b. Bestimmte Einstellungen im BIOS-Setup des Computers verhindern, daf fiir 
den PCI-Steckplatz, in dem die Win/TV Karte steckt, ein Interrupt 


fiigbar ist. Lesen Sie den Abschnitt "Einstellungen im PCI 
Setup". 


ver- 
Configuration 


c. Vielleicht ist in der Kategorie "Andere Komponenten" der Eintrag "PCI- 
Multimedia Device" vorhanden, oder in der Kategorie "Grafikkarten" 
neben Ihrer richtigen Grafikkarte noch ein zweiter Eintrag vorhanden. 
Entfernen Sie diese Eintrage aus dem Gerate-Manager. 


Wenn ein Interrupt-Konflikt mit einem anderen Gerat besteht: Andern Sie die 


Interrupt-Nummer des anderen Gerites oder bauen Sie es zeitweilig aus dem 
Computer aus. 


Der WinCast/TV Treiber ist nicht im Gerate-Manager 
eingetragen 


Wenn Sie nach Einbau der Win/TV Karte, Neustart des Computers und der 
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darauffolgenden Installation des WinCast/TV Treibers nicht alle Fragen richtig 
beantworten, wird der WinCast/TV Treiber nicht korrekt in das System eingebun- 
den. In diesem Falle wird das Gerat evtl. unter “Andere Gerate” im “Gerate- 
Manager” eingetragen. Das kann auch passieren, wenn Sie Windows 95 neu 
installiert haben und die Win/TV Karte eingebaut war. Um diesen Eintrag zu 
léschen, markieren Sie “PCI Multimedia Video Device” und klicken Sie auf 
“Entfernen” und bestatigen Sie mit OK. Klicken Sie dann auf “Aktualisieren”. 
Windows 95 wird nach neuen Plug & Play Geraten suchen und die Win/TV 
Karte sollte erkannt werden. Nun legen Sie die “WinCast/TV Driver Disk” oder 


CD ein und der WinCast/TV Treiber wird installiert. 


Merke: Eintrage wie “PCI Multimedia Device” oder “VGA compatible 
Device” sollten Sie miBtrauisch machen. Entfernen Sie diese Eintrage und klicken 


Sie dann auf “Aktualisieren”. 


Interrupt der Win/TV Karte andern 


Der Interrupt der Win/TV Karte kann nicht im Gerate-Manager gedandert wer- 
den, weil das BIOS des Computers festlegt, welcher Interrupt einer bestimmten 
PCI-Karte zugeordnet wird. Wie Sie darauf Einflu8 nehmen, lesen Sie im 
Abschnitt "Einstellungen im PCI Configuration Setup". 
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Einstellungen im PCI Configuration Setup 


Bestimmte Einstellungen im BIOS-Setup des Computers kénnen verhindern, daB 
fiir PCI-Steckplatze ein Interrupt zugeordnet wird. Starten Sie wahrend des 
Bootvorgangs des Computer das BIOS Setup. Waehlen Sie "PCI Configuration 
Setup". 


So sollte das BIOS NICHT eingestellt sein: 
Ist Available IRQ : NA 

2nd Available IRQ : NA 

3rd Available IRQ : NA 

4th Available IRQ : NA 


(NA = Not Available = nicht verfiigbar) 
Sondern ungefihr so: 

Ist Available IRQ : 9 

2nd Available IRQ : 10 

3rd Available IRQ : 11 

4th Available IRQ : 12 


Das BIOS wird in diesem Beispiel der ersten PCI-Karte (vom PCI-Slot | aus 
gesehen) Interrupt 9 zuordnen, der zweiten PCI-Karte Interrupt 10. Die 
Zuordnung der Interrupts andern Sie, indem Sie entweder zwei Zahlen miteinan- 
der vertauschen (z.B. 9 mit 10), oder z.B. Grafikkarte mit der Win/TV Karte 


vertauschen. 


Das Utility Primary 


In der WinCast/TV Gruppe im Windows 95 Starmenii finden Sie das Programm 
Primary. Es dient dazu, bei Grafikkarten mit der neueren Generation von VGA 
Chips, die den Secondary Surface Modus unterstiitzen, trotzdem den Primary 
Surface Modus zu erzwingen. 


tm Force Primary Surface ?? Fal Ee 


Wahlen Sie “Force Primary”, um bei einer Grafikkarte, die den Secondary 
Surface Modus unterstiitzt, trotzdem den Primary Surface Modus zu erzwingen. 
Das kann dann sinnvoll sein, wenn Sie mit der Bildqualitat nicht zufrieden sind, 


oder die Grafikkarte nur 1 MB Grafikspeicher hat. 
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Wahlen Sie “Allow Overlay”, wenn Sie den Secondary Surface Modus 
erlauben wollen. 

Einschrankungen des Primary Surface Modus sind: 

1. Schlechte Farbwiedergabe im 256 Farben Modus - es sollten deshalb min- 
destens 16 Bit Farbtiefe eingestellt sein. 


2. Vollbild ist nur bei 640 x 480 méglich, bei hdheren Auflésungen (800 x 600 
und mehr) fillt das Bild nicht den kompletten Schirm aus. 


Installation eines neuen WinCast/TV Treibers 
Wenn von der Firma Hauppauge eine neue Version der Win/TV Software verfiig- 
bar ist, ist es notwendig, daB Sie die neue "WinCast/TV Driver Disk" im Gerate- 
Manager installieren. Weil dabei eine kleine Hiirde zu nehmen ist, wird der 
Vorgang genau erklart: 

- Legen Sie die Diskette mit dem neuen WinCast/TV Treiber ins Laufwerk. 

_ Offnen Sie den Gerate-Manager (Symbol "System" in der Systemsteuerung). 

- Doppelklicken Sie auf "Audio, Video und Game Controller". 


- Doppelklicken Sie auf "Hauppauge WinCast/TV". 
- Im Dialogfeld "Eigenschaften von WinCast/TV " klicken Sie auf "Treiber". 


CAWINSSSSYS TEM \ddraw16.dlt 
Cwerners Eee s. 
. M\hewi 


Dateiversion: 4.03.00.1096 
Copyright: Copyright © Microsoft Corp. 1994-1996 


_ Bei "Treiber" klicken Sie auf "Anderer Treiber". 
- Im Dialogfeld "Modell auswahlen" klicken Sie auf "Diskette". 
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ee 
Von Diskette installieren x! 
| 


proessatosnenmanatnenemei 


Abbrechen 


Legen Sie die Installationsdiskette des 
Herstellers in das unten ausgewahlte 
Laufwerk ein, und klicken Sie auf "OK". 


Herstellerdateien kopieren von: 


- Geben sie A:\ ein und klicken auf OK. 


- Im Dialogfeld "Modell auswihlen", das nun nocheinmal erscheint, klicken Sie 


auf OK. 


->Die beiden Dialogfelder "Modell auswahlen" werden nun automatisch 
geschlossen und anscheinend passiert nichts. 


- Klicken Sie auf OK. 
->Erst jetzt wird auf die Diskette zugegriffen. 


Wenn dann die Meldung kommen sollte: Der Datentrager "WinCast/TV Driver 
Disk" wird jetzt bendtigt..., Klicken Sie auf OK. 


Dateien kopieren. 


fi 


i 
i 
j 
' 


Die Datei 'Bt848.drv' auf WinCast/TY Driver 
Disk wurde nicht gefunden. 


Legen Sie die WinCast/TV Driver Disk indas  L_LBetspringen 
unten ausgewahlte Laufwerk ein, und klicken 
Sie auf "OK". 


] Durchsuchen... 


Geben Sie bei "Quelle" nocheinmal den richtigen Pfad ein: A:\, und klicken Sie 
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auf OK. 


AnschiuB eines Premiere Decoders 


Der unverschliisselte Kanal, den der Premiere Decoder weitergibt, liegt in der 
Region “Europa”, nicht “Europa Kabel”. Scannen Sie also nochmal die Region 
“Europa” und “Europa Kabel” gleichzeitig. Wenn der unverschliisselte Kanal 
nicht gefunden wird, versuchen Sie es manuell: Fiigen Sie einen Kanal ein, geben 
bei Kanal-Nummer 38 (plus/minus 2) ein, bei Empfangsregion “Europa” und 
benutzen Sie den Finetuning Regler. 


Kein Ton 
Der Audioausgang der Win/TV Karte mu mit dem beiliegenden Audiokabel 


mit “Line in” der Soundkarte verbunden werden. LaBt sich das 
Lautsprechersymbol in der Werkzeugleiste der Win/TV Applikation anklicken? 
Wenn nein, dann kontrollieren Sie die Einstellung bei Konfiguration/Ton (Auto 
Stumm). 


Wenn Sie Aktivboxen haben (solche mit eigenem Netzteil), versuchen Sie bitte fol- 
gendes: SchlieBen Sie die Boxen direkt an den Audioausgang der Win/TV an. 
(Das geht nicht mit passiven Boxen oder Kopfhérer). Wenn dann der ‘Ton da ist, 
liegt das Problem bei der Soundkarte. Uberpriifen Sie dann die Einstellungen der 
Soundkarte unter Windows95 (Ende von Kapitel 2). 


Lautstarke kann nicht geandert werden 


Wenn Sie die Lautstarke vom Win/TV Programm aus nicht verandern kénnen, 
dann iiberpriifen Sie bitte die Einstellung “Mixer ID List” im Meni 
Konfiguration / Ton. 


Kein Volibild, Schwarzer Rahmen um das Bild 

Wenn Sie eine Auflésung von 800 x 600 oder hoher eingestellt haben und das 
Win/TV Fenster auf Vollbild vergréBern, wird um das Fernsehbild ein schmaler 
schwarzer Rahmen zu sehen sein, der mit zunehmender Auflésung (1024 x 768 
...) breiter wird, denn das Fernsehbild hat eine maximale Gréfe von 768 x 568 
Punkten. Wenn Sie im Vollbild fernsehen wollen, ist es notwendig, die Auflésung 
von Windows herunterzuschalten. Im Meni Anzeige / Einstellungen der Win/TV 
Applikation kénnen Sie einstellen, daB die Auflésung von Windows automatisch 
heruntergeschaltet wird, wenn Sie auf das Fernseher-Symbol in der Werkzeugleiste 
klicken. 

Bei Grafikkarten mit den folgenden Chips ist allerdings auch in den héheren 
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Auflésungen Vollbild méglich: ATI mach64 VT und GT Serie, Cirrus Logic 
5446, S3 TRIO 64V+, S3 VIRGE 3D. 


Fehlermeldung: Der Grafikkartentreiber ist nicht 
korrekt eingestellt 


Die Win/TV Karte setzt vorraus, daB fiir die Grafikkarte ein Anzeigentreiber mit 
Windows 95 Direct Draw Unterstiitzung installiert ist. Wenn kein Direct Draw 
Anzeigentreiber installiert ist, erscheint beim Start der Win/TV Applikation diese 
Fehlermeldung: 


ee 
Hauppauge Win/TY 


Win/TY¥ Initialisierungsfehler 
Der Grafikkartentreiber ist nicht korrekt eingestellt. Fuer 
eine genaue Diagnose starten Sie das Programm 
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Die Anzeigentreiber, die Windows 95 (vom August 1995) automatisch von der 
“Windows 95 CD” installiert, unterstiitzen kein Direct Draw. Bei der Windows 
95b Version (Service Release 2) werden dagegen fiir die meisten Grafikkarten 
Direct Draw fahige Treiber mitgeliefert. Aktuelle Anzeigentreiber fiir diverse 
Grafikkarten mit S3-Chip, ATI mach 64 und Cirrus Logic 5446 Chip, etc. 
befinden sich auch auf der mitgelieferten CD ROM. Um einen aktuelleren 


Anzeigentreiber zu installieren: 
- Starten Sie die Systemsteuerung von Windows95 


- Doppelklicken Sie auf das Symbol fiir “Anzeige”, dann wiahlen Sie 
“Einstellungen” 


- Klicken Sie auf “Konfiguration andern” 


- Bei Grafikkarte klicken Sie auf “Andern”. Wahlen Sie dann “Diskette”. 
Legen Sie die mitgelieferte Win/TV CD ein. Klicken Sie auf “Durchsuchen” 
und wahlen Sie das CD ROM Laufwerk aus. Klicken Sie auf OK. Nun sehen 
Sie eine Liste mit den Treiber-updates, die kompatibel zu Ihrer Grafikkarte 


sind. Markieren Sie den entsprechenden Eintrag und bestatigen Sie dann mit 
OK. 


Alternativ kénnen Sie auch durch Ausfihren des DirectX Setup auf der CD 
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einen passenden Anzeigentreiber installieren. Um DirectX 2.0 zu installieren, 
starten Sie das Programm \directx\DXSetup.exe auf der CD. Um DirectX 3.0 
zu installieren, starten Sie das Programm \Misc\Directx3\Directx\Setup.exe auf 
der CD. 


Viele VGA Chip Hersteller (wie S3, Cirrus Logic and ATI) halten auBerdem 
Anzeigentreiber-Updates bereit, die Direct Draw unterstiitzen. Sie konnen diese 
Anzeigentreiber iiber die entsprechenden Web- Seiten im Internet downloaden. 


Fehlermeldung: File not found 


Diese Fehlermeldung tritt beim Start des Programms WinTV3 auf, wenn der 
Wincast/TV Treiber auf der Win/TV CD nicht korrekt oder garnicht installiert 
wurde. Ueberpruefen Sie deshalb vorher die Konfiguration des Wincast/TV 
Treibers im Gerate-Manager. Lesen Sie dazu den Abschnitt “Kontrolle des 
Hauppauge WinCast/TV Treibers im Geraitemanager” und den Abschnitt “Der 
WinCast/TV Treiber ist nicht im Gerate-Manager eingetragen” in diesem 
Kapitel. 


Fehlermeldung: Out of memory 


Diese Fehlermeldung tritt beim Start des Programms WinTV3 auf, wenn der 
Wincast/TV Treiber von der Win/TV CD nicht korrekt installiert wurde. Uber- 
priifen Sie deshalb vorher die Konfiguration des Wincast/TV Treibers im Gerate- 
Manager. Lesen Sie dazu den Abschnitt “Kontrolle des Hauppauge 
WinCast/TV Treibers im Geratemanager” in diesem Kapitel. 


Diese Fehlermeldung kann aber auch in Verbindung mit einer Grafikkarte mit S3 
Vision 868 bzw. 968 Chip und Win/TV Karte auftreten. Falls Sie eine 
Grafikkarte mit diesem Chip haben, lesen Sie bitte den Abschnitt "Wichtiger 
Hinweis fiir Benutzer von Grafikkarten mit S3 Vision 868 oder 968". 


Fehlermeldung: Plug & Play Hardware not detected 


Diese Fehlermeldung tritt gelegentlich in Verbindung mit $3 Vision 868 bzw. 968 
Chip und der Win/TV Karte auf. Falls Sie eine Grafikkarte mit diesem Chip 
haben, lesen Sie bitte den Abschnitt "Wichtiger Hinweis fiir Benutzer von 
Grafikkarten mit S3 Vision 868 oder 968 Chip". 


Wenn die Win/TV Karte schon funktioniert hat, aber bei einem spiteren Start der 
Win/TV Applikation plétzlich diese Fehlermeldung angezeigt wird, kann es sein, 
da8 das EEPROM auf der Win/TV Karte geléscht wurde. Um den Fehler zu 
beheben, fiihren Sie das Programm eefix.exe im Verzeichnis \MISC auf der 
a. 
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Win/TV CD aus. Geben Sie bei Start / Ausfiihren ein: 
d:\misc\eefix.exe 
(wenn d: der Buchstabe fiir Ihr CD-ROM Laufwerk ist) 


In dem Feld unter "Select History (Serial Number) Entry:" sollte dann die 
Seriennummer angezeigt werden, die auf dem Aufkleber auf der Riickseite der 
Win/TV Karte steht. Driicken Sie dann den Button "RE PROGRAM". Das 
Programm eefix.exe kann nur angewendet werden, wenn in Ihrem \Windows- 
Verzeichnis die Datei. HCWPNPINI vorhanden ist, in der eine Sicherheitskopie 
vom urspriinglichen Inhalt des EEPROMS abgelegt wurde. 


Bt&48: Can not capture at this time 


Wenn Sie versuchen mit dem Win_TV Capture Programm bei einer BildgréBe 
von 768 x 568 aufzuzeichnen wird diese Fehlermeldung kommen, weil die resul- 
tierende Datenrate (ca. 18MB/s) den maximal méglichen Datendurchsatz der 
Festplatte weit iiberschreitet. Abhilfe: Stellen Sie bei Options\Videoformat die 
GréBe 384 x 284 ein und bei Format: BTYUV. 


Schwarze Streifen beim Anhalten des Bildes 


Wenn beim Anhalten des Bildes mit dem Kamerasymbol schwarze Streifen 
erscheinen sollten, versuchen Sie bitte auf folgendende Art ein Bild zu speichern, 
ohne es vorher anzuhalten: 


- Starten Sie die Zwischenablage von Windows 95 (Start/Programme/Zubehér). 
- Driicken sie in der Win/TV Applikation die rechte Maustaste, um die 


Titelleiste auszuschalten. 


- In der Win/TV Applikation driicken Sie die Tasten <Alt> <Druck>, ohne 
das Bild vorher anzuhalten. Dadurch wird das aktuelle Bild in die 
Zwischenablage kopiert. 


Wenn in der Zwischenablage nur ein rosa Bild erscheinen sollte, dann starten Sie 
das Programm "Primary" und wahlen "force Primary" (Start / Programme / 
WinCast_TV / Primary). 
Readme.txt Datei 


Aktuelle Informationen erhalten Sie auch in der Readme.txt Datei in der 


Wincast/TV Gruppe im Startmenii. 


Technischer Support 


Wenn Sie technische Probleme haben, lesen Sie bitte zuerst das Kapitel “Bei 
Problemen” im Handbuch und die Readme in der WinCast/T V Gruppe unter 


Programme im Startmenii. Viele Fragen werden sich dadurch klaren lassen. 
Sie kénnen unseren Support unter den folgenden Nummern werktags von 9:00- 
12:00 und von 14:00-17:30 Uhr erreichen: 

Tel.: 02161-178529  fax:02161-21821 


Halten Sie bitte folgende Informationen bereit: 
- Die genaue Bezeichnung der Win/TV Karte (steht auf dem Karton) 


- Die Versionsnummer der Win/TV Disketten 
- Wenn eine Fehlermeldung erscheint: der genaue Wortlaut der Meldung 
_ Die Modellbezeichnung der Grafikkarte. Wie heiBt der Chip auf der 
Grafikkarte? (Am besten schauen Sie direkt auf die Grafikkarte). 
- Welchen Chipsatz verwendet das Mainboard? Intel, SIS, UMC, VIA oder ... 


(Am besten schauen Sie direkt auf das Mainboard; gemeint ist nicht der 


Prozessor). 


Und: Am Telefon kann man viele Dinge besser klaren als per Fax. 


Treiber-Support 
Die neueste Software fiir Ihre Win/TV Karte sowie Tips zur Fehlerbehebung 
erhalten Sie entweder iiber unsere Mailbox in Ménchengladbach: 02161-177353 


(28800 Bd, 8N1), oder iiber’s Internet: 
http://www. hauppauge.com 


Im Garantiefall: 
Die Garantiezeit betragt | Jahr ab Kaufdatum. Wenn die Win/T V-Karte wahrend 


dieser Zeit Defekte aufweist, ist Ihr Handler (wo Sie die Karte gekauft haben) 
fiir die Abwicklung zustandig, er wird anhand der Rechnung sehen, ob es sich um 


Garantie handelt. 
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Hauppauge Computer Works, Inc. 
91 Cabot Court 
Hauppauge, NY 11788 U.S.A. 


Mail or fax to: 516-434-3198 in the U.S. 
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Win/TV keyboard shortcuts 


Volume Up 

Volume Down 

Mute 

Channel Up 
Channel Down 

Print a Frame 

Copy to Clipboard 
Freeze Frame 
Cursor to Menu bar 
Full screen TV mode 
Turn off TV mode 
Title mode/No title mode 


PgUp key 
PgDn key 
Ctrl-M or double click Left mouse butto 
Plus (+) key 

Minus (-) key 

CTL+P keys 

CTL+C keys 

CTL+F keys 

F10 key (When in Title Mode) 
Ctrl+T 

Right mouse button 

Right mouse button 


Win/TV Tastaturbelegung 


Lauter 

Leiser 

Einen Kanal auf 

Einen Kanal ab 

Einzelbild drucken 

In Zwischenablage kopieren 
Aus Zwischenablage einfgn 
Bild anhalten 


Cursor in Meniizeile 


Bild auf 
Bild ab 
Plus (+) 
Minus (-) 
Strg + P 
Strg + C 
Strg + V 
Strg + F 
F10 


Win/TV Mausfunktionen 


Titelleiste ein / aus 


Rechte Maustaste 


Hauppauge Computer Works locations 


Hauppauge Computer Works, Inc. 
91 Cabot Court 
Hauppauge, NY 11788 


Hauppauge, U.K. 
London, U.K. 


Hauppauge Computer Works, GmbH 
AlbertusstraRe 46 
41061 Ménchengladbach, Germany 


Telephone: 516-434-1600 
Fax: 516-434-3198 

Tech Support: 516-434-3197 
BBS: 516-434-8454 


Telephone: 0171-378-7309 

Fax: 0171-378-1108 

Technical Support: 0171-378-0202 
BBS: 0171-357-6587 


Telephone: 02161-17063 

Fax: 02161-21821 

BBS: 02161-177353 j 
Technical Support: 02161-178529 } 


www. haunnaiuce cam 


